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STREETLIGHT PHOTOMETRIC TEST REPORT

 TYPE: 

DIM.: 

NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 19.08 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI











431.174

1

76.42

100.0

431.2

158,68.0

30.5

69.5

15.1

34.5

15.4

35.0

0.05000

18.408

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 24W G5 平顶格栅 琥珀色

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm
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Classification:

IES:Type V - Medium
CIE:Broad - Intermediate

CIE:Non-cut-off
IES:None cut-off

Max.At80:156.7cd/klm
Max.At90:128.7cd/klm
Max.80-90:156.7cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%     76

90%     69

80%     61

70%     53

60%     46

50%     38

40%     31

30%     23

20%     15

10%      8

 5%      4

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 0.00 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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ZONAL FLUX DIAGRAM

 NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total  

DEG LUMINOUS INTENSITY:cd UNIT:lm

4.055 4.129 3.938 3.396 2.849 2.951 3.376 3.660 0.1250 0.1250 0.1250

22.02 21.61 21.42 21.74 20.55 19.01 23.12 18.77 3.516 3.641 3.641

26.45 27.27 30.65 28.16 25.88 24.04 30.95 27.97 11.70 15.35 15.35

31.30 29.48 33.90 29.90 31.19 31.32 34.99 32.56 18.11 33.45 33.45

43.34 37.30 48.44 44.95 47.60 44.42 50.65 47.20 29.37 62.82 62.82

55.59 50.01 67.53 60.75 67.62 62.98 69.47 64.54 48.58 111.4 111.4

57.28 51.37 68.79 64.26 70.78 65.80 70.46 67.24 64.09 175.5 175.5

53.62 48.23 63.52 58.42 64.28 60.42 65.63 60.60 64.80 240.3 240.3

45.75 43.32 53.69 49.46 52.46 49.93 55.09 50.13 59.30 299.6 299.6

37.89 39.41 43.35 42.46 42.94 43.44 43.36 44.23 52.37 352.0 352.0

26.45 27.72 30.38 28.88 29.48 29.97 30.35 29.50 37.29 389.3 389.3

13.33 17.45 14.86 18.34 15.21 19.10 14.92 18.21 22.77 412.0 412.0

4.877 9.246 5.449 9.926 5.312 10.03 5.441 9.628 11.06 423.1 423.1

2.169 5.033 2.395 5.374 2.386 5.252 2.519 5.350 4.682 427.8 427.8

1.508 3.648 1.507 3.704 1.592 3.765 1.946 3.914 2.109 429.9 429.9

0.9304 1.938 0.8593 1.969 0.9227 2.015 0.9561 2.057 0.9987 430.9 430.9

0.4465 0.4408 0.4080 0.4129 0.4040 0.4318 0.4423 0.4734 0.2697 431.1 431.1

0.0968 0.0895 0.0886 0.0797 0.1106 0.0970 0.1018 0.0930 0.0266 431.2 431.2

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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ISOCANDELA DIAGRAM

 TYPE: 

DIM.: 

NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm
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UNIT: cd

10% 8.449
20% 16.90
30% 25.35
40% 33.79
50% 42.24
60% 50.69
70% 59.14
80% 67.59
90% 76.04

MAX = 61.079 
MIN = 0.1205 
AVG = 26.760 
AVG/MAX = 0.44
MIN/MAX = 0.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance(m)

0

0.025

0.05

0.075

0.1

0.125

0.15

0.175

0.2

0.225

0.25
E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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LCS REPORT

 NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm
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FrontBack

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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BUG REPORT

 NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 7.8363 1.8

FM - Front-Medium(30-60) 47.932 11.1

FH - Front-High(60-80) 63.638 14.8

FVH - Front-Very High(80-90) 29.359 6.8

Total Forward Light 214.07 49.6

BL - Back-Low(0-30) 7.5091 1.7

BM - Back-Medium(30-60) 48.125 11.2

BH - Back-High(60-80) 65.252 15.1

BVH - Back-Very High(80-90) 29.943 6.9

Total Back Light 217.11 50.4

UL - Uplight-Low(90-100) 52.368 12.1

UH - Uplight-High(100-180) 79.212 18.4

Total Up Light 131.58 30.5

BUG(Back,Up,Glare) Rating B0-U2-G1

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 150.83 66.277 217.11

Street Side 148.77 65.303 214.07

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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ROAD ISOCANDELA REPORT

 TYPE: 

DIM.: 

NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 59.25

50% 42.322

20% 16.929

5% 4.2322

2.5% 2.1161

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

 NAME: 24W BLBW-AMB24S-RL-42

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.01*1

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.97V I:0.1899A P:22.596W PF:0.9919 Freq:59.98Hz 
Lamp Flux:431.174x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 0.14

5 0.42

10 4.06

15 12.1

20 22.0

25 26.2

30 26.5

35 27.4

40 31.3

45 36.6

50 43.3

55 49.1

60 55.6

65 58.8

70 57.3

75 55.0

80 53.6

85 49.5

90 45.7

95 45.3

100 37.9

105 31.9

110 26.5

115 18.8

120 13.3

125 8.23

130 4.88

135 3.29

140 2.17

145 1.88

150 1.51

155 1.12

160 0.93

165 0.73

170 0.45

175 0.23

180 0.10

22.5

0.14

0.44

4.24

11.8

21.2

27.3

28.3

29.8

33.4

38.9

47.3

57.9

65.2

66.4

65.1

61.3

59.4

54.3

50.1

51.0

43.5

34.8

29.2

23.6

18.1

12.9

9.08

6.43

4.64

3.47

2.85

2.26

1.54

0.88

0.43

0.18

0.10

45

0.14

0.43

4.13

11.3

21.6

26.1

27.3

27.6

29.5

32.8

37.3

45.0

50.0

51.6

51.4

48.8

48.2

46.1

43.3

43.4

39.4

32.6

27.7

22.5

17.4

13.0

9.25

6.68

5.03

4.22

3.65

2.96

1.94

1.00

0.44

0.20

0.09

67.5

0.14

0.39

3.76

11.3

20.9

24.0

25.3

28.5

33.4

39.5

49.6

54.3

65.9

68.0

67.8

62.3

61.0

54.9

49.9

51.0

44.4

34.4

29.4

23.7

18.2

12.9

9.17

6.78

4.51

3.30

2.64

2.03

1.45

0.84

0.40

0.18

0.09

90

0.14

0.37

3.94

11.4

21.4

26.7

30.6

32.0

33.9

39.6

48.4

59.7

67.5

70.3

68.8

65.9

63.5

58.1

53.7

53.6

43.3

36.3

30.4

21.0

14.9

9.09

5.45

3.87

2.39

1.89

1.51

1.05

0.86

0.69

0.41

0.22

0.09

112.5

0.14

0.32

3.37

10.1

19.5

22.3

22.4

24.4

29.0

36.6

45.1

54.7

61.3

65.3

64.3

59.8

56.7

51.0

47.4

47.1

40.5

31.4

26.7

21.7

16.8

12.0

8.58

6.38

4.29

3.14

2.51

1.96

1.37

0.76

0.33

0.15

0.08

135

0.14

0.29

3.40

10.65

21.7

27.9

28.2

28.2

29.9

36.1

45.0

53.5

60.8

62.0

64.3

59.5

58.4

53.6

49.5

49.0

42.5

34.0

28.9

23.5

18.3

13.7

9.93

7.39

5.37

4.33

3.70

2.93

1.97

1.03

0.41

0.19

0.08

157.5

0.14

0.32

3.31

11.32

23.1

29.0

29.9

30.5

33.0

38.0

49.4

62.5

69.7

73.3

73.7

70.5

67.6

61.6

55.5

54.7

47.3

37.6

31.9

25.9

20.1

14.4

10.27

7.43

5.11

3.72

2.92

2.24

1.57

0.90

0.39

0.18

0.09

180

0.14

0.28

2.85

9.97

20.6

25.6

25.9

26.9

31.2

36.4

47.6

58.7

67.6

71.8

70.8

67.8

64.3

57.6

52.5

52.0

42.9

34.5

29.5

21.3

15.2

9.30

5.31

3.51

2.39

1.96

1.59

1.14

0.92

0.72

0.40

0.21

0.11

202.5

0.14

0.24

2.96

9.83

17.6

23.8

28.4

29.0

30.8

35.7

45.1

52.9

61.3

65.1

66.0

61.2

58.8

53.0

49.4

49.6

44.4

35.4

30.1

24.6

19.1

13.5

9.39

6.33

4.56

3.43

2.78

2.18

1.51

0.86

0.44

0.23

0.09

225

0.14

0.27

2.95

10.3

19.0

23.1

24.0

26.9

31.3

37.6

44.4

55.4

63.0

67.4

65.8

63.6

60.4

54.9

49.9

49.9

43.4

35.1

30.0

24.5

19.1

14.1

10.0

6.99

5.25

4.39

3.77

3.02

2.02

1.02

0.43

0.20

0.10

247.5

0.14

0.25

3.15

10.7

20.8

26.5

27.4

27.1

28.5

31.7

37.0

44.8

49.9

52.6

52.4

50.2

50.5

46.5

44.0

44.5

40.2

33.4

28.3

23.0

17.7

12.6

8.70

5.84

4.26

3.43

2.86

2.22

1.53

0.88

0.45

0.24

0.09

270

0.14

0.33

3.38

11.6

23.1

29.4

30.9

32.3

35.0

40.8

50.7

61.9

69.5

71.8

70.5

67.0

65.6

58.8

55.1

54.5

43.4

37.1

30.4

21.5

14.9

9.26

5.44

3.64

2.52

2.34

1.95

1.30

0.96

0.75

0.44

0.24

0.10

292.5

0.14

0.29

3.31

10.5

19.7

23.2

23.5

24.8

28.9

34.9

42.5

48.6

55.6

58.1

56.9

53.8

52.2

48.3

44.0

42.6

37.8

30.2

25.4

20.5

15.8

11.2

7.88

5.56

3.96

3.21

2.71

2.13

1.44

0.84

0.46

0.25

0.09

315

0.14

0.37

3.66

10.70

18.8

24.6

28.0

29.9

32.6

39.2

47.2

55.8

64.5

66.9

67.2

63.1

60.6

55.7

50.1

51.0

44.2

35.2

29.5

23.7

18.2

13.5

9.63

7.01

5.35

4.36

3.91

3.17

2.06

1.04

0.47

0.22

0.09

337.5

0.14

0.40

4.06

11.98

21.5

26.3

28.3

31.6

35.3

41.1

49.3

61.9

70.7

76.1

70.2

68.0

66.0

60.2

54.7

54.3

47.6

37.2

31.0

24.7

19.0

13.5

9.47

6.89

4.86

3.77

3.18

2.53

1.70

0.96

0.52

0.27

0.08

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.461
Temperature:25.3℃ Humidity:65.0%

Test Distance:7.100m [K=1.0000]Operators:
Test Date:2024-1-12 Remarks:


