HBA Series Type

Adjustable High Bay LED Retrofit Bulb Specifications

Available Model'
[0 HBA-50K150

Part Number Breakdown
Example: HBA-50K150

HBA-50K150
Series Wattage
, CCT @ [Hilicljﬁgay 50K 150

Suitable ¢ D
V_oltage 5000K for Damp Adjustable] [5000K] [150 W]
J00-240 VAC, Locations WARRANTY.
Overview Certifications and Compliances
Retrofit existing metal-halide fixtures with the high bay * UL Classified - UL 1598C (IFAR)
retrofit bulb. At just 150-watt, the bulb produces 21,000 e UL Listed - UL 1993 (OOLV)
lumens, replacing a 400-watt metal-halide fixture. The
bulb is constructed of durable aluminum housing with a Applications
polycarbonate lens. A mogul screw base allows for easy « Factories
installation in MH fixtures with EX39 or E39 sockets. High- « Hangars
lumen output is ideal for wide-coverage applications in « High Bays
workshops, warehouses, gymnasiums, and factories. « Industrial Facilities @

* Low Bays CERTIFIED

Features Y

* Retrofit existing 400 W Metal-Halide fixtures * Warehouses

* EX39 Mogul screw base - Fits EX39 or E39 sockets . .
« Type B ballast bypass Optional Accessories

[ E39/EX39 Base to E26 Adapter (E39B-E26)
Product Details
¢ Black aluminum housing with polycarbonate lenses
* Type B ballast bypass simplifies retrofit installations
« |P20, rated for indoor installations only
¢ 5000K color temperature
« Safety cable included
e 120-277 VAC

Warranty
e 5-year warranty

Contact customer service if interested in other options.
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HBA Series

Adjustable High Bay LED Retrofit Bulb Specifications

Specifications
Model HBA-50K150
Operating Voltage 100-277 VAC
Lumens 21,000 Im
Wattage 150 W
Efficacy 140 Im/W
Current 120 VAC 1.3A
Draw 240 VAC 540 mA
LED Color Cool 5000K
Beam Angle Adjustable (120-270°)
CRI 80+
Dimmable No
|P Rating P20
Environmental Rating Suitable for Damp Locations, Weatherproof
LED Lifetime 20,000 Hours
Am:;:';g:z:mg -40-45 °C (-40-113 °F)

Dimensional Drawings
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