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LPDBL-M1 Series

Backlit LED Light Panel Specifications

Project

Type Date

f Selectable m ‘
Voltage _CCT_ 0-10V @:

20277vac) (Wattage ] \Dimming 1P20 WARRANTY

Available Models’
[] LPDBL-M1-22-SW5A-SP30

Part Number Breakdown
Example: LPDBL-M1-22-SW5A-SP30
L ] L ] L ]

Series Color Temperature Wattage
LPDBL-M1 22 SW5A SP30
[Light Panel, [2ft x 2 ft] [Selectable CCT, [Selectable Power,

Dimmable, Backlit]

2700K, 3000K, 3500K, 4000K, 5000K]

15W, 18W, 25W, 30W]

Description

The 2x2ft LED Panel Lights are an economical solution for
various commercial and retail applications. The panel lights
feature four wattage options of 15W, 18W, 25W, and 30W, and
five color temperatures of 2700K, 3000K, 3500K, 4000K, and
5000K. Switches for selecting wattage and color temperature
can be found along the diver housing on the top of the fixture.
The fixtures’ backlit design produces a 110° uniform beam angle
that delivers up to 4,500 lumens of dotless light. The panel lights

easily install into standard T-grid drop ceilings, making them ideal

for offices, retail spaces, and conference centers. They are IC
rated for direct contact with insulation materials.

Features

* Field Selectable Wattage: 15W, 18W, 25W, 30W

* Field Selectable CCT: 2700K, 3000K, 3500K, 4000K, 5000K
* Max equivalent of two 32W T8 tubes or three 17W T8 tubes

» Backlit design for uniform light distribution

* Only available in a 4-pack

Product Details

» Steel housing and driver enclosure
* Frosted polystyrene lens

e 120-277 VAC input

Certifications and Compliances
» Certified by UL - UL 1598 (IFAO)
* DLC 6.0 Standard listed

®

CERTIFIED

Applications

* Commercial Buildings + Offices

* Educational Facilities ¢ Retail Shops
* Hospitals e Schools

Warranty
e 5-year warranty

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

Contact customer service if interested in other options.
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SPECIFICATIONS

Model

LPDBL-M1-22-SW5A-SP30

DLC Product ID

S-2PJ3YC

PHOTOMETRIC

Lumens

2300, 2700, 3800, 4500

Color Temperature

Selectable CCT (2700K, 3000K, 3500K, 4000K, or 5000K)

Beam Angle 110°
CRI 80+
Efficacy Up to 150 Im/W
ELECTRICAL
Input Voltage 120-277 VAC
Wattage Selectable (15W, 18W, 25W, or 30W)
Current | 120 VAC 125/150/210/250 mA
Draw | 277 VAC 55/65/90/110 mA
Power Factor >0.90
Dimming 0-10V
Surge Protection 2.5 kV/KA
MECHANICAL
Mount Type Drop Ceiling
Product Weight 4.11b (1.9 kg)
IC Rated Yes

Product Materials

Polystyrene Lens, Steel Housing

Input Connection

Pigtail

Wire Gauge 18 AWG (L/N/G), 22 AWG (dim)
LED Lifetime 100000 Hours
ENVIRONMENTAL
IP Rating P20

Environmental Rating

Suitable for Damp Locations, Indoor Only

Ambient Operating
Temperature

-20 to 50°C (-4 to 122°F)

Wiring Diagram
VAC Input

0-10V Dimming

Line Black Dim (+) Purple
I L L] o | — [+ + ] - |
Neutral White Dim (-) Pink
| - NN -y [ N E— |
Ground Green
[ s [on0 onD |
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Dimensional Drawings
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