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LFA Series

LED Landscape Flood Light Specifications
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Description

LFA Series LED landscape flood lights have a durable
aluminum housing and mounting stake. The lights
emit a 65° flood beam to illuminate various landscape
features. An IP65 waterproof rating makes them well
suited for outdoor use in wet conditions. RGB+CCT
fixtures can be controlled independently or in a group
via the app.

Construction/Mechanical

* Bronze finished aluminum housing
* Aluminum mounting stake

210° adjustable head

* Clear glass lens

» |P65 waterproof rated

Electrical
* 12 VAC, 12-24 VDC input
* 40,000 hour LED lifetime

Photometrics

* 65° beam angle

e SW5A -2700K / 3000K / 3500K / 4000K / 5000K
selectable CCT options

¢ RGBCCT - Dimming, color selection, speed
adjustment, and thousands of colors and shades of
white (2700K-5700K) via the Tuya App

T 866.811.5550
F 314.972.6202
email: commercial-sales@superbrightleds.com

www.superbrightleds.com/cat/industrial-led-lighting/

Available Models’
[ LFA-FO1-SW5A
[ LFA-FO1-RGBCCT

Part Number Breakdown
Example: LFA-FO1-RGBCCT

Series COLOR/CCT
SW5A
FOl [Selectable CCT]
LFA )
[Flood Light] RGBCCT
[RGB+2700K-5700K]
Application

LED landscape flood lights are ideal for gardens, courtyards,
building exteriors and facades, outdoor accent lights, and
holiday lighting.

Certifications and Compliances
IP65 rated, suitable for wet locations

Warranty
* 5-year warranty

Control
¢ SW5A - button operated selectable CCT
¢ RGBCCT - Bluetooth Mesh Smart Controlled with Tuya App

TContact customer service if interested in options other than those listed.

Rev V1Date: 01/04/2024
Specifications are subject to change without notice.
Printed in the U.S.A.



supeririuiiieds s

LFA Series

LED Landscape Flood Light Specifications

Dimensional Drawings
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Specifications

Model LFA-FO1-SW5A LFA-FO1-RGBCCT
Intensity up to 1,000 Im up to 600 Im
Color Temperature 2700K / 3000K / 3500K / 4000K / 5000K RGB + 2700K-57OOK

(selectable) (tunable white)
Control Push-button Bluetooth Mesh via Tuya App
Dimming None App dimming, 1-100%
Operating Voltage 12 VAC, 12-24 VDC
Power Consumption 12W
Current 12 VAC 1.TA
Draw 12 VDC 1A
Beam Angle 65°
CRI 80+
Environmental Rating IP65, suitable for wet locations

Ambient Operating

-4°-104° F (-20°-40° C)
Temperature

Rated Life (L70) 40,000 hours

T 866.811.5550
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