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PLLDA Series

Field Selectable Parking Lot Area Light Specifications
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WARRANTY

Available Models’
[] PLLDA-SW3B300S-BBR-

Bundled Mount?

[ -SF (Knuckle Slipfitter)
[ -TM (Trunnion Mount)
[ -YM (Yoke Mount)

Part Number Breakdown
Example: IF’LLDAI—ISWZSBIZSO
1 I

[J -APM (Adjustable Arm Mount)

HV

Optional Photocell
] Photocell Kit (-JL)
] 480V Photocell Kit(-JL-480)

OSI—BBR—HV

Series Wattage LED Maker Finish  Input Voltage
-APM
[Pa':t:'n%AL o SW3B 3008 B BR HV -SF
Light, Dimmable [Selectable, [Selectable, [Supplier | " o | [High Voltage, | -TM
gnt, > | 3000K, 4000K, 5000K] 200W, 240W, 300W] Code] 277-480 VAC] or
Adjustable] YM
Overview

The high voltage LED parking lot light is ideal for replacing
traditional HID and metal-halide fixtures, offering selectable

light distribution, wattage, and color temperature for customized
output. Remove the screw plugs on the fixture to expose the
switches for selecting wattage, CCT, and light distribution. Mounts
are available for various outdoor applications, including parking
lots, campuses, and parks. A photocell can be added for dusk-to-
dawn operation, and a motion sensor can be added to the sensor-
ready port on the bottom of the light. Photocell socket requires
installation.

o Certified by UL

PREMIUM,

Applications
* Area Lighting

When set to 3000K this fixture is Dark Sky Friendly, minimizing * Arenas

light pollution and reducing blue light wavelengths. :
* Car Dealerships

Features » Parking Lots

* Field Selectable Light Distribution: Type lll, Type IV, Type V
* Field Selectable Wattage: 200W, 240W, 300W

* Field Selectable CCT: 3000K, 4000K, 5000K

o 277-480 VAC input

Warranty

Product Details

¢ Die-cast aluminum housing with polycarbonate lens
» |P65 waterproof; Suitable for wet locations
 Integrated surge protection: 10kV/KkA (L-N, L/N-PE)

* Campus Lighting

e 5-year warranty

Certifications and Compliances
¢ DLC 5.1 Premium listed

®

CERTIFIED

Parks

Roadways

Sports Complexes
Street Lights
Warehouses

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

1Contact customer service for additional options.
2Packed separately, bundled with lights for purchase.

Rev. V1.2 Date: 12/15/2025
Specifications are subject to change without notice.
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SPECIFICATIONS

Model

PLLDA-SW3B300S-BBR-HV

DLC Product ID

S-KV7V5L

PHOTOMETRIC

Lumens?

32000, 38400, 48000

Color Temperature

Selectable CCT (3000K, 4000K, or 5000K)

LED Color Warm White, Natural White, Cool White
Distribution Type Beam Angle BUG Rating
Adjustable Type lll 155°x70° B4-U0-G4
Output Type IV 155°x120° B5-U0-G5
Type V 155°x145° B5-U0-G5
ELECTRICAL
Operating Voltage 277-480 VAC
Input Frequency 50/60Hz
Power Factor >0.9
Wattage Selectable Wattage (200W, 240W, 300W)
Current 277 VAC 720/865/1080mA
Draw 480 VAC 415/500/625mA
Efficacy Up to 160 Im/W
Surge Protection 6kV (L/N-PE, L-N)
Dimmer Type 0-10V
MECHANICAL
EPA 1.9ft?
Materials Die-cast Aluminum Housing, Polycarbonate Lens
Input Connection Pigtail
Wire Gauge 18AWG (L/N/G), 22AWG (dimming)
Rated Life (L70) 50000 hours

ENVIRONMENTAL

Storage Temp./Humidity

-40 to0 90°C (-40 to 194°F)/ 5-95% RH

|P Rating IP65
Environmental Rating Suitable for Wet Locations, Waterproof
Operating Humidity 10-90% RH

Ambient Operating
Temperature

-40 to 50°C (-40 to 122°F)

3Max output : 4000K, Type IV distribution.

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com

email: commercial-sales@superbrightleds.com
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Dimensional Drawings
PLLDA-SW3B300S-BBR-HV
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T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

*Note: @ 3.25in. photocell adds 2.75in. to fixture height

Rev. V1.2 Date: 12/15/2025
Specifications are subject to change without notice.
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Dimensional Drawings

PLLDA-SW3B300S-BBR-HV-APM
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Dimensional Drawings
PLLDA-SW3B300S-BBR-HV-TM
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