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Warranty Agreement

Lifetime Warranty is to the original purchaser. The warranty is for 
repair or replacement of parts and covers manufacturing faults 
only. Labor costs are not covered by warranty. Warranty does 
not cover parts that fail due to physical damage or damage from 
improper operation or electrical connection. Repair or replacement 
as provided under this warranty is the exclusive remedy to 
the customer. Manufacturer is not liable for any incidental or 
consequential damages related to any breach of this warranty.

DCHL Series

WATER-RESISTANT
65IP

Product Specifications

Operating Voltage 12-24 VDC
IP Rating IP65
Color Temperature 6500K/Yellow
Material Premium Aluminum
Operating Life >30,000 hours
Operating Temperature -45 to 85°C (-49 to 185°F)
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Safety and Notes

•	 Product should be installed by a qualified technician.
•	 Ensure adequate ventilation—good heat dissipation prolongs product life.
•	 Power source must be 12-24 VDC.
•	 Ensure all wire connections are correctly made before applying power.
•	 If a fault occurs, contact Super Bright LEDs. Do not attempt to repair  

product yourself.
•	 Beam pattern is only adjustable through vehicle’s existing aim adjustment 

mechanisms.
•	 Images shown are for illustration purposes and may not directly represent  

all models. 
•	 Intended for off-road and fog light applications.

H4 (9003)
The low beam is cool, white light. The high beam is yellow light. 

9005 (HB3), 9006 (HB4), H11 (H8, H9, H16)
Switch lights ON/OFF to change color.

H4 (9003)

9005 (HB3), 9006 (HB4), H11 (H8, H9, H16)

Installation Instructions

DCHL Series

Release factory clip. 
Remove existing bulb.

Insert the LED and align 
locking grooves. 
Turn to secure.

Release factory clip. 
Remove existing bulb.

Insert the LED and align 
locking grooves. 
Turn to secure.


