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CRN4-50K45-EM

120–277 VAC Input

0–10 V Dimming

Note: A continuous 24-hour unswitched hot wire 
(Constant Hot) must be connected to ‘AC-L’.

Specifications

Model CRN4-50K45-EM
IP Rating IP20
Environmental Rating Suitable for Damp Locations
Operating Temperature -20 to 50°C (-4 to 122°F)

Safety and Notes

Installation
1.	Turn off supply power at breaker.
2.	Compress lens to release and remove from housing.  
3.	Remove screws to allow the LED panel to rotate out. 
4.	Mark and drill holes for mounting. Secure corner light body to wall.
5.	Connect supply/dimmer wiring and join emergency driver connector.
6.	Close and secure front panel and reinstall lens.
7.	Turn on supply power and test for proper operation.

•	 To reduce the risk of death, personal injury or property damage from fire, electric shock, 
falling parts, cuts/abrasions, and other hazards read all warnings and instructions.

•	 Install in accordance with all applicable national, state, and local codes. 
•	 To reduce the risk of electric shock, ensure that the main power source and circuit 

breakers are switched off before performing any installation or wiring procedures. 
•	 Avoid looking directly into lamp when illuminated. 
•	 Ensure all mounts are securely attached and will support the weight of the fixture. 

Failure to properly support fixture may result in damage or injury, for which the 
manufacturer does not assume responsibility. 

•	 To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or 
other sharp objects.

•	 Do not make or alter any open holes in an enclosure of wiring or electrical components 
during kit installation.

•	 Intended for indoor use only.
•	 Account for small parts and destroy packing material, as these may be hazardous to 

children.
•	 Do not mount near radiant heat sources/heaters.
•	 Check product label for electrical specifications related to installation.
•	 Improper installation will void warranty.
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