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Description 

LFA-HA LED adjustable hardscape lights have a durable  

aluminum housing and corrosion-resistant stainless 

steel mounting plate. The light housing rotates 270° to 

illuminate landscape and hardscape features. An IP65 

waterproof rating makes them well suited for outdoor 

use in wet conditions.

Construction/Mechanical
•	 Bronze finished aluminum housing

•	 Stainless steel mounting plate

•	 270° adjustable head

•	 Polycarbonate lens

•	 IP65 waterproof rated

•	 20 AWG wire gauge

Electrical
•	 12 VAC, 12–24 VDC input

•	 40,000 hour LED lifetime

Photometrics
•	 Selectable CCT or RGB+3000K

•	 95° beam angle

•	 80+ CRI

Application 

Adjustable hardscape lights are ideal for decks, outdoor 

kitchens, pathways, patios, planter lights, and under 

capstones on retaining walls.

Certifications and Compliances
ETL Listed to UL 2108 standards, 

suitable for wet locations

Warranty

•	 5-year warranty

¹Contact customer service if interested in options other than those listed.

Series MODEL LENGTH COLOR/CCT

LFA
HA

[Adjustable Hardscape]

04 [4-Inch]

07 [7-Inch]

12 [12-Inch]

RGB30K
[RGB+3000K]

SW5A 
[Selectable CCT]

Part Number Breakdown 
Example: LFA-HA07-RGB30K

Available Models1

	□ LFA-HA04-SW5A

	□ LFA-HA07-SW5A

	□ LFA-HA012-SW5A

RGB+WCCT
Selectable

Available12–24 VDC
12 VAC

Voltage

	□ LFA-HA04-RGB30K

	□ LFA-HA07-RGB30K

	□ LFA-HA012-RGB30K

5-Year
Warranty

LFA-HA07-SW5A
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Model LFA-HA 04-SW5A 07-SW5A 12-SW5A

Intensity up to 150 lm up to 310 lm up to 450 lm

Operating Voltage 12 VAC, 12–24 VDC

Power Consumption 2 W 4.5 W 7 W

Current 
Draw

12 VAC 240 mA 540 mA 830 mA

12 VDC 170 mA 375 mA 580 mA

Color Temperature 2700K / 3000K / 3500K / 4000K / 5000K (selectable)

Beam Angle 95°

CRI 80+

Environmental Rating IP65, suitable for wet locations 

Ambient Operating 
Temperature

-4°–104° F (-20°–40° C)

Rated Life (L70) 40,000 hours

Specifications

Specifications are subject to change without notice.
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Model LFA-HA 04-RGB30K 07-RGB30K 12-RGB30K

Intensity up to 80 lm up to 160 lm up to 230 lm

Operating Voltage 12 VAC, 12–24 VDC

Power Consumption 1 W 3 W 5 W

Current 
Draw

12 VAC 120 mA 350 mA 590 mA

12 VDC 83 mA 250 mA 420 mA

Colors 3000K warm white, RGB white, red, green, blue, yellow, purple, flash, and fade

Beam Angle 95°

CRI 80+

Environmental Rating IP65, suitable for wet locations 

Ambient Operating 
Temperature

-4°–104° F (-20°–40° C)

Rated Life (L70) 40,000 hours
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