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LHBD4 Series

LED Linear High Bay Specifications

Project

Type Date

Z (100K (N[ @

Voltage Hour 0-10V

120-277 VAC Lifetime Dimming 1P20 WARRANTY

Available Models'
] LHBD4-50K400

Part Number Breakdown
Example: LHBD4-50K400

Series Color Temperature Wattage

LHBDA4 [Linear High Bay, Dimmable, V4] 50K [5000K] 400 [400 Watts]

Overview

The 400W 4ft LED high-wattage linear high bay delivers
60,000 lumens of 5000K light at an efficient 150 Im/w. Each
high-wattage high bay replaces 1,000W metal-halide fixtures.
Constructed with a white steel housing and a non-yellowing
PMMA lens, they are easily installed with an included suspension
mounting kit. It is best used in factories, warehouses, and other
high-ceiling applications.

Features

* 400W operation that delivers 60,000 lumens
* Equivalent to 1,000W metal-halide fixtures

* Includes V-hooks and chains for high ceilings
» 150 Im/w high efficacy

Product Details

* White steel housing
* Prismatic PMMA lens
* 90° beam angle

* 0-10V dimming

* 120-277 VAC input

Certifications and Compliances
+ Certified by UL - UL 1598 (IFAM)
* DLC 6.0 Standard listed

®

CERTIFIED

Applications

* Big Box Retailers * Manufacturing Plants
* Distribution Centers  * Packaging Facilities
* Factories * Warehouses

¢ Gymnasiums

Warranty
* 5-year warranty
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SPECIFICATIONS

Model

LHBD4-50K400

DLC Product ID

S-HILVAR

UL File Number

E366643

PHOTOMETRIC

Lumens 60000 Lumens
CCT 5000K
CRI 80+
Beam Angle 90° x 90°
Efficacy 150 Im/W
ELECTRICAL
Wattage 400 Watts
Current | 120 VAC 33A
Draw | 277 VAC 1.4 A
Operating Voltage 120-277 VAC
Power Factor >0.9
Dimming 0-10V
Surge Protection 6 kV
MECHANICAL
Length 48 in. (4 ft)
Product Weight 13.11b (5.9 kg)

Product Materials

White Steel Housing, Prismatic PMMA Lens

Input Connection

Pigtail

Wire Gauge

18 AWG

Rated Life (L70)

100000 Hours

ENVIRONMENTAL

|P Rating

P20

Environmental Rating

Suitable for Damp Locations

Ambient Operating
Temperature

-20 to 50°C (-4 to 122°F)

Wiring Diagram
120-277 VAC Input

Line Black 0-10 V Dimming
[ L L] o ] Dim (+) Purple
Neutral White [ [+ + ] -y ]
| [N N — ] Dim (-) Gray/Pink
Ground Green [ - - - |y |
| I ERETE |
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Dimensional Drawings
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