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Installation

Safety and Notes

Optional Accessories

•	 3 ft. Interconnect cable (FY-PC-1)
•	 6 ft. Interconnect cable (FY-PC-2)
•	 12 ft. Interconnect cable (FY-PC-3)
•	 PIR Motion Sensor (MC079D RC Z)
•	 PIR Sensor + Remote (MC079D RC Z-MH10)

•	 Product should be installed and serviced by certified electrician compliant 
with applicable national, state, and local building and electrical codes.

•	 To reduce the risk of electric shock, ensure main power source and circuit 
breakers are switched off before performing any installation or wiring.

•	 Avoid looking directly into lamp when illuminated.
•	 Ensure all mounts are securely attached and will support the weight of the 

fixture. Failure to properly support fixture may result in damage or injury, for 
which the manufacturer does not assume responsibility.

Suspended Mounting
1.	Disconnect supply power.
1.	Measure mounting hole distance and drill anchor holes.
2.	Install suspension cable Griplock mounts.
3.	Adjust cable length and attach cables to fixture brackets.
4.	Unscrew cap and connect pigtail adapter to 3-pin connector input.
5.	Insert light housing into brackets.
6.	Make all necessary wire connections.
7.	Optional: Remote cap on sensor port and install twist-lock sensor.
8.	Reconnect supply power and test operation.

Optional Surface Mounting
1.	Disconnect supply power.
1.	Measure mounting hole distance and drill anchor holes.
2.	Install surface mount brackets.
3.	Unscrew cap and connect pigtail adapter to 3-pin connector input.
4.	Insert light housing into brackets.
5.	Make all necessary wire connections.
6.	Optional: Remote cap on sensor port and install twist-lock sensor.
7.	Reconnect supply power and test operation..

Specifications

Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.
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Specifications
Operating Voltage 120-347 VAC
IP Rating IP65
Environmental Rating Suitable for Wet Locations
Operating Temperature -25 to 45°C (-13 to 113°F)


