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DLS Series Type

Selectable CCT Ultra-Thin Downlight Specifications

Selectable High
CCT /M | CRI Jatce:d @

Dimming) \ 90+ WARRANTY

Available Models'
2 Smooth Trim Baffle Trim
~ [] DLS4D-H1-SW5A-9 [] DLSB4D-H1-SW5A-9
[] DLS6D-H1-SW5A-12 [] DLSB6D-H1-SW5A-12

N [] DLS8D-H1-SW5A-18
& N

DLSB6D-H1-SW5A-12 Part Number Breakdown
Example: DLSB6D-H1-SW5A-12

I—ﬁtrTT L

Series Dimmer Type Model Selectable CCT Wattage
blank [Smooth] 4 [4in.] SW5A 9 [9 Watts]
DLS or 6 [6in] D H1 [2700K, 3000K, 12 [12 Watts]
[Down Light, Slim] B [Baffle] - [TRIAC] [product code] 3500K, 4000K,
8[8in.] 5000K] 18 [18 Watts]
Overview Certifications and Compliances
The ultra thin recessed LED downlight has a low-profile » Certified by UL - UL 1598 (IFAO)

and contemporary design. It features five selectable color

temperatures, selected using the switch on the independent
junction box. The downlight installs directly into a ceiling with
limited clearance, such as a cathedral or vaulted ceiling. The CERTIFIED

spring clips eliminate the need for a recessed can and securely
hold the light in place. This light is ideal for new construction,
renovations, and remodeling in residential and commercial
applications, such as bathrooms, break rooms, and offices.
IC-rated for direct contact with insulation.

Applications
* Basements » Kitchens
* Bathrooms e Living Rooms

* Closets * Offices
Features * Hallways * Retail Locations
» Selectable CCT: 2700K, 3000K, 3500K, 4000K, 5000K ¢ Hospitality
 |C rated for direct contact with insulation

Warranty

« Ultra-thin flush design for low-clearance areas
* 90+ High CRI for accurate color rendering
* Direct installation to ceiling with integrated spring clips

e 5-year warranty

Product Details

* Smooth or Baffle aluminum trim
* Frosted polycarbonate lens

e |P44, water-resistant

¢ TRIAC dimmable

* 120° beam angle

¢ 120 VAC input

1Contact customer service if interested in other options.
T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com Rev V1.2 Date: 06/15/2026
email: commercial-sales@superbrightleds.com Specifications are subject to change without notice



supeririitiedss0m

DLS Series

Selectable CCT Ultra-Thin Downlight Specifications

SPECIFICATIONS

DLS6D-H1-SW5A-12

DLS8D-H1-SW5A-18

Rated Life (L70)

Model* DLS4D-H1-SW5A-9
UL Product ID E469515
PHOTOMETRIC
Lumens 700 1100 1500
Equivalency 60 Watt Incandescent 75 Watt Incandescent 100 Watt Incandescent
Efficacy 78 Im/W 92 Im/W 84 Im/W
CCT Selectable CCT (2700K, 3000K, 3500K, 4000K, or 5000K)
Beam Angle 120°
CRI 90+
ELECTRICAL
Wattage 9 Watts 12 Watts 18 Watts
Current Draw 85mA 105mA 155mA
Operating Voltage 120 VAC
Power Factor >0.90
Dimmer Type TRIAC
MECHANICAL
Diameter 4inch 6 inch 8inch
Housing Material Aluminum
Lens Material Polycarbonate
Lens Type Frosted
Input Connection Pigtail
Wire Gauge 18 AWG
50000 hours

ENVIRONMENTAL
IC Rated Yes
IP Rating P44
Suitable for Wet Locations?

Environmental Rating

Ambient Operating
Temperature

-20 to 45°C (-4 to 113°F)

*Baffle trim models have the same electrical and photometric specifications as equivalent smooth trim models.

Wiring Diagram

Line

120 VAC Input Black

[ jum [T L] e

Neutral

White

[ o [N N

Ground

Copper

s [GND GND | ]
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2Covered ceiling mount only.
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Dimensional Drawings
DLS4D-H1-SW5A-9
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Dimensional Drawings
DLS8D-H1-SW5A-18
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Dimensional Drawings
DLSB6D-HI-SW5A-12
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