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[Recessed Low-Glare Downlight, Linear]

[2700K, 3000K, 3500K, 4000K, 5000K]

[11 watts]

Overview

The 10-LED Linear COB Recessed Downlight delivers low-glare
output with a black reflector that minimizes glare and reduces
fixture visibility when off. Spring clips enable direct installation
into drywall and drop ceilings with a10.7” x 1.4” cutout size, and
a separate junction box streamlines wiring. Each fixture is IC-
rated for safe installation in direct contact with ceiling insulation.
A switch on the side of the junction box allows selection
between 2700K, 3000K, 3500K, 4000K, or 5000K CCTs to suit
different applications. It is ideal for continuous runs requiring
uniform, low-glare lighting in commercial or residential spaces.

Features

» Black reflector for glare control and low visibility when off

* Selectable CCT (2700K, 3000K, 3500K, 4000K, or 5000K)
* |C-rated for direct contact with insulation

» Spring clips allow direct ceiling installation

* TRIAC Dimmable (10-100%)

Product Details

* White die-cast aluminum housing
» Polished black reflectors

¢ Steel junction box

» Suitable for damp locations

* 120 VAC

Certifications and Compliances
e ETL Listed - UL 1598

Applications

* Auditoriums » Offices

e Commercial Downlights ¢ Retail Shops

* Conference Halls * Retrofit Lighting
* Hospitality ¢ Schools

* Hospitals

Warranty

e 5-year warranty

T 866.811.5550

F 314.972.6202
https://www.superbrightleds.com

email: commercial-sales@superbrightleds.com

T Contact customer service for additional options.

Rev. V1.1 Date: 07/18/2025
Specifications are subject to change without notice.



supeririyitieds &

RLGL Series

Low-glare Linear LED Downlight Specifications

SPECIFICATIONS

Model | RLGL-SW5ATI
PHOTOMETRIC
Lumens 600 lumens
CCT Selectable CCT (2700K, 3000K, 3500K, 4000K, or 5000K)
Beam Angle 45°
Efficacy 55Im/W
CRI 90+
ELECTRICAL
Operating Voltage 120 VAC
Wattage 11 Watts
Current Draw 100mA
Power Factor >0.9
Dimmer Type TRIAC
MECHANICAL
Length 163mm (6.4in.)
LED Type COB
Number of LEDs 5
Rated Life (L70) 36000 hours
Finish White
Product Materials Die-cast Aluminum Housing, Steel Junction Box
ENVIRONMENTAL
IC Rated

Yes

Environmental Rating

Suitable For Damp Locations

Ambient Operating
Temperature

-20t0 40°C(-4to 10

4°F)
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Dimensional Drawings

Linear Fixture
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