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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm
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UNIT:cd

C0/180,360.0 Ic=0.9426

UNIT:cd

C90/270,360.0 Ic=1.037

AVERAGE BEAM ANGLE(50%):360.0 DEG
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DATA OF LAMP PHOTOMETRIC DATA Eff: 142.14 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI











3236.91

1

749.4

100.0

3237

135,51.0

7.0

93.0

3.8

52.0

3.2

40.9

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm
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Classification:

IES:Type V - Very Short
CIE:Broad - Short

CIE:Non-cut-off
IES:None cut-off

Max.At80:101.5cd/klm
Max.At90:43.44cd/klm
Max.80-90:101.5cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%    749

90%    674

80%    600

70%    525

60%    450

50%    375

40%    300

30%    225

20%    150

10%     75

 5%     37

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

2 1 0 1 2 3 4
STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 0.01 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

44.74 38.07 15.21 29.35 25.60 18.50 16.34 43.89 0.7920 0.7920 0.02,0.02

277.0 257.6 254.6 259.5 244.5 246.8 250.1 256.2 40.45 41.25 1.27,1.27

485.3 462.2 471.3 470.1 470.7 479.3 415.5 464.9 172.5 213.7 6.6,6.6

664.6 625.8 656.8 629.5 640.5 615.3 646.7 625.4 350.9 564.6 17.4,17.4

726.9 725.6 728.2 745.2 725.2 728.4 721.0 734.0 542.0 1107 34.2,34.2

669.3 666.5 669.8 681.7 678.9 683.1 675.7 671.2 639.1 1746 53.9,53.9

510.5 508.7 519.1 521.5 530.9 524.8 523.1 517.6 590.4 2336 72.2,72.2

300.2 298.4 311.8 316.7 328.6 319.7 318.5 306.8 446.1 2782 86,86

128.4 129.2 134.3 137.0 140.6 138.8 136.3 134.1 226.9 3009 93,93

53.73 59.39 56.13 64.21 58.61 66.30 59.62 62.43 105.6 3115 96.2,96.2

32.57 39.31 33.88 40.47 34.90 41.79 35.19 40.00 50.88 3166 97.8,97.8

18.93 25.24 19.58 26.48 20.27 27.38 20.67 26.12 30.97 3197 98.8,98.8

12.85 17.72 13.28 18.59 13.54 19.27 13.95 18.48 17.95 3214 99.3,99.3

9.151 12.67 9.402 13.54 9.679 14.29 9.644 13.62 10.95 3225 99.6,99.6

7.229 8.943 7.328 9.560 7.907 10.03 7.530 9.449 6.399 3232 99.8,99.8

5.300 5.703 5.147 6.385 5.784 6.788 5.792 6.084 3.264 3235 99.9,99.9

4.055 3.819 4.212 4.063 4.888 4.574 4.836 4.032 1.464 3237 100,100

2.152 2.435 2.474 2.207 2.164 2.447 2.474 2.215 0.3464 3237 100,100

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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ISOCANDELA DIAGRAM

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm
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Imax:749.1(H-33.5,V-41.0)

 (At:C=135.0,Gamma=51.0)

UNIT: cd

10% 74.91
20% 149.8
30% 224.7
40% 299.6
50% 374.6
60% 449.5
70% 524.4
80% 599.3
90% 674.2

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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LCS REPORT

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

180

360

540

720

900(lm)

FrontBack

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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BUG REPORT

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 121.24 3.7

FM - Front-Medium(30-60) 860.74 26.6

FH - Front-High(60-80) 577.9 17.9

FVH - Front-Very High(80-90) 124.48 3.8

Total Forward Light 1808.6 55.9

BL - Back-Low(0-30) 92.467 2.9

BM - Back-Medium(30-60) 671.23 20.7

BH - Back-High(60-80) 458.55 14.2

BVH - Back-Very High(80-90) 102.44 3.2

Total Back Light 1428.3 44.1

UL - Uplight-Low(90-100) 105.64 3.3

UH - Uplight-High(100-180) 122.23 3.8

Total Up Light 227.86 7.0

BUG(Back,Up,Glare) Rating B1-U3-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 1324.7 103.65 1428.3

Street Side 1684.4 124.22 1808.6

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 517.85

50% 369.89

20% 147.96

5% 36.989

2.5% 18.495

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 24W 3K G5 圆形草坪灯

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 0.5*0.2

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:119.90V I:0.1911A P:22.772W PF:0.9939 Freq:59.98Hz 
Lamp Flux:3236.91x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 0.94

5 1.69

10 44.7

15 141

20 277

25 392

30 485

35 532

40 665

45 706

50 727

55 720

60 669

65 593

70 510

75 418

80 300

85 188

90 128

95 89.4

100 53.7

105 41.4

110 32.6

115 24.4

120 18.9

125 15.4

130 12.8

135 10.8

140 9.15

145 8.33

150 7.23

155 5.94

160 5.30

165 4.75

170 4.06

175 2.94

180 2.15

22.5

0.96

1.37

40.4

139

275

387

434

528

652

709

737

727

671

593

511

421

301

190

130

91.0

59.7

46.3

38.7

31.2

24.0

19.4

16.1

13.4

11.3

9.56

7.88

6.46

5.63

4.74

4.04

3.06

2.49

45

0.95

1.22

38.1

129

258

360

462

579

626

705

726

717

666

594

509

416

298

190

129

89.6

59.4

46.7

39.3

32.1

25.2

20.8

17.7

15.1

12.7

10.8

8.94

7.41

5.70

4.51

3.82

3.00

2.44

67.5

1.00

1.11

24.5

128

253

364

472

583

672

704

719

700

655

582

507

420

302

196

133

91.7

60.2

46.6

38.8

31.6

24.7

20.0

16.7

14.2

11.8

9.79

7.97

6.42

5.51

4.78

4.06

3.11

2.47

90

1.04

1.12

15.2

129

255

390

471

521

657

704

728

724

670

602

519

431

312

199

134

94.4

56.1

42.8

33.9

25.4

19.6

15.9

13.3

11.3

9.40

8.60

7.33

5.82

5.15

4.75

4.21

3.16

2.47

112.5

1.02

1.21

22.5

124

257

372

431

522

625

703

731

726

675

598

519

432

316

205

137

97.8

64.1

48.7

39.6

32.2

25.1

20.2

16.8

14.2

12.1

10.2

8.43

6.81

5.88

4.86

4.24

3.21

2.34

135

0.94

1.26

29.3

121

260

363

470

587

629

716

745

729

682

602

521

432

317

206

137

97.2

64.2

48.8

40.5

33.5

26.5

21.7

18.6

16.0

13.5

11.6

9.56

7.83

6.39

4.82

4.06

3.17

2.21

157.5

0.97

1.26

35.8

123

249

376

454

576

674

702

720

708

662

588

516

437

319

211

140

99.1

65.0

49.2

40.8

33.5

26.2

21.1

17.7

15.0

12.6

10.5

8.43

6.76

5.94

5.07

4.35

3.28

2.28

180

0.94

1.13

25.6

125

244

371

471

519

640

702

725

729

679

609

531

446

329

214

141

100

58.6

44.0

34.9

26.4

20.3

16.3

13.5

11.3

9.68

9.12

7.91

6.34

5.78

5.35

4.89

3.67

2.16

202.5

0.96

1.07

27.6

112

263

384

446

533

638

704

736

732

686

609

531

441

325

209

140

101

66.8

50.0

40.9

33.3

25.9

20.9

17.4

14.5

12.3

10.5

8.53

6.93

6.19

5.64

4.84

3.62

2.50

225

0.95

1.07

18.5

106

247

359

479

576

615

705

728

728

683

606

525

437

320

210

139

99.3

66.3

50.5

41.8

34.5

27.4

22.6

19.3

16.7

14.3

12.1

10.0

8.30

6.79

5.52

4.57

3.57

2.45

247.5

1.00

1.24

15.9

109

234

348

466

573

665

699

719

706

666

591

510

426

312

204

137

97.6

65.3

49.8

41.4

34.1

26.9

22.0

18.6

15.9

13.4

11.2

9.16

7.54

6.47

5.51

4.61

3.49

2.47

270

1.04

1.46

16.3

97.2

250

354

416

521

647

695

721

728

676

606

523

433

319

204

136

96.7

59.6

44.8

35.2

26.7

20.7

16.8

13.9

11.4

9.64

8.67

7.53

6.33

5.79

5.44

4.84

3.37

2.47

292.5

1.02

1.33

16.9

109

273

386

446

534

641

703

729

717

675

599

520

430

312

199

135

96.6

64.4

48.8

39.6

31.9

24.8

19.9

16.4

13.5

11.2

9.23

7.58

6.36

5.81

5.24

4.64

3.30

2.36

315

0.94

1.65

43.9

132

256

355

465

578

625

701

734

718

671

596

518

427

307

198

134

94.5

62.4

48.3

40.0

32.9

26.1

21.6

18.5

16.2

13.6

11.4

9.45

7.71

6.08

4.84

4.03

3.08

2.22

337.5

0.97

1.80

46.3

132

253

353

482

579

673

701

717

698

651

576

500

412

297

193

131

92.1

60.8

47.0

39.1

31.9

25.0

20.4

17.2

14.7

12.5

10.5

8.46

6.87

5.89

4.92

4.20

3.12

2.29

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.444
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.030m [K=1.0000]Operators:JZ
Test Date:2023-07-10 Remarks:


