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Overview 
The field selectable LED wall pack features three wattages (varies)
and three color temperatures (3000K, 4000K, or 5000K) that 
allows the user to customize output to an application area using 
internal switches. The housing uses a gasket seal to prevent 
moisture and debris from entering the fixture, delivering an IP65 
rating. An integrated photocell provides automatic dusk-to-dawn 
operation and can be bypassed by unplugging the photocell 
inside the housing. The Type III light distribution pattern is ideal 
for commercial building exteriors, facades, warehouses, and 
residential complexes. 

Features
•	 Field-selectable CCT: 3000K, 4000K, and 5000K
•	 Field-selectable wattage: varies by model
•	 Replaces traditional metal-halide fixtures
•	 Integrated bypassable photocell for dusk-to-dawn operation

Product Details
•	 Bypass the photocell by unplugging it inside the fixture
•	 Surface mount to junction box or use 3/4” conduit ports
•	 Die-cast aluminum housing with borosilicate glass lens
•	 120-277 VAC

Certifications and Compliances
•	 Certified by UL - UL 1598 (IFAM)
•	 FCC compliant

Series Selectable CCT Selectable Wattage Feature

WPGL3
[Wall Pack with Glass Lens]

SW3B
[3000K, 4000K, or 5000K]

35 [21W, 28W, 35W]

P
[Photocell]

50 [30W, 40W, 50W]

75 [45W, 60W, 75W]

100 [60W, 80W, 100W]

120 [72W, 96W, 120W]

Part Number Breakdown 
Example: WPGL3-SW3B120-P

WPGL3-SW3B120-P

CCT
Wattage

Selectable

120–277 VAC

Voltage

Applications
•	 Building Exteriors and Facades
•	 Commercial Buildings
•	 Industrial Facilities
•	 Perimeters

Warranty
•	 5-year warranty

1Contact customer service if interested in other options.

Project                                                                                 

Type                                                    Date                         

Dusk to Dawn 
Photocell IP65

Available Models1
	□ WPGL3-SW3B35-P
	□ WPGL3-SW3B50-P
	□ WPGL3-SW3B70-P
	□ WPGL3-SW3B100-P
	□ WPGL3-SW3B120-P

•	 Residential Complexes
•	 Security Lighting
•	 Warehouses 
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SPECIFICATIONS

Model WPGL3-SW3B35-P WPGL3-SW3B50-P WPGL3-SW3B75-P WPGL3-SW3B100-P WPGL3-SW3B120-P

PHOTOMETRIC

Lumens 2940, 3920, 4900 4200, 5600, 7000 6300, 8400, 10500 8400, 11200, 14000 10080, 13440, 16800

Color Temperature Selectable CCT (3000K, 4000K, or 5000K)

CRI 80+

Efficacy 140 lm/W

Beam Angle 110°

Distribution Type Type III

ELECTRICAL

Selectable Wattage 21W, 28W, 35W 30W, 40W, 50W 45W, 60W, 75W 60W, 80W, 100W 72W, 96W, 120W

Current 
Draw

120 VAC 175/230/290 mA 250/330/415 mA 375/500/625 mA 500/665/830 mA 600/800/1000 mA

277 VAC 75/100/125 mA 105/140/180 mA 160/215/270 mA 215/285/360 mA 255/345/430 mA

Operating Voltage 120–277 VAC

Power Factor  ≥0.9

Surge Protection 4kV 

Dimmer Type 0–10V

MECHANICAL

Input Type Pigtail

Wire Gauge 18AWG (L/N/G), 22AWG (dimming)

Product Materials Die-Cast Aluminum Housing, Borosilicate Glass Lens

Finish Bronze Powder Coat

Mount Type Junction Box, Surface Mount

Photocell Integrated Photocell (Bypassable)

Rated Life (L70) 50000 hours

ENVIRONMENTAL

IP Rating IP65

Environmental Rating Suitable for Wet Locations, Waterproof

Ambient Operating 
Temperature

-40 to 45°C (-40 to 113°F)
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Dimensional Drawings
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