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Safety and Notes

Selection Switches

Installation Instructions (surface mount)

•	 Product should be installed in accordance with applicable national, state, and local  
building and electrical codes.

•	 To reduce the risk of electric shock, ensure that the main power source and circuit  
breakers are switched off before performing any installation or wiring procedures.

•	 Avoid looking directly into the lamp when illuminated.
•	 Ensure all mounts are securely attached and will support the weight of the fixture. 

Failure to properly support the fixture may result in damage or injury, for which the  
manufacturer does not assume responsibility.

Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.

1.	 Remove fixture and accessories from box.
2.	 Fix mounting plates to the back of the fixture. (Fig 1.)
3.	 Open the luminous section by pressing the locking 

tabs near the narrow frame holes. (Fig. 2)
4.	 Run AC wires through center knockout, then secure 

the fixture to the mounting surface with appropriate 
mounting hardware (not included). (Fig. 3)

5.	 Use appropriate wire connectors to complete wire 
connection.

6.	 Select desired CCT/wattage values using switches 
on driver. (see “Selection Switches” above)

7.	 Reinstall luminous section by pressing upward.  
(Fig. 4)

Metal housing flexes to release diffuser. Push 
to release 6 clips, 3 on each side, to detach.
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Use the switches on the driver 
to select the desired CCT and 
wattage.
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Installation Instructions (optional hanging kit LSFD-HK)

1.	 Measure and drill holes in ceiling and install hooks (not included) if needed.
2.	 Open the luminous section by pressing the locking tabs near the narrow frame holes. (Fig.5)
3.	 Attach cables to ceiling hooks or a suitable pipe or beam. (Fig.6)
4.	 Attach triangular hangers to cables, then hang light on hangers. (Fig.7) 
5.	 Run AC wires through center knockout.
6.	 Use appropriate wire connectors to complete wire connection.
7.	 Select desired CCT/wattage values using switches on driver. (see “Selection Switches” above)
8.	 Reinstall luminous section by pressing upward. (Fig.8)
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