superivightieds 5 oo
WP6 Series Date Type
Up/Down LED Wall Pack Specifications
, E:i:iE Selectable ‘:é:‘/) ‘ @
Voltage| | SSecanie — ¢
120-277 VAC SV\}attta g <I% C CT Eg 8 |t;()) Sgg |P65 WARRANTY

Available Models'
[0 WP6-SW3B40S-P
[0 WP6-SW3B80S-P

Part Number Breakdown

Example: WP6-SW3B80S-P
I_l_l LIJ

Series Selectable CCT

WP6 [Wall Pack] SW3B [3000K/4000K/5000K]

Selectable Wattage Control
408 [24/32/40 W]

P [Photocell]
80S [48/64/80 W]

Overview

The Half Moon LED Wall Pack has architectural appeal and is highly
customizable, with four field selectable switches: wattage, CCT,
photocell, and light control. Using the switches, select the desired
wattage and 3000K, 4000K, or 5000K. Select between manual
operation or automatic dusk-to-dawn operation. Complete the
customization by selecting downlight mode or downlight with an
uplight accent. Its Type lll light distribution is ideal for commercial
buildings, residential complexes, and hospitality venues. The wall
pack easily installs with the included safety cable, mounting bracket
with an integrated level, and rubber gasket.

Features

» Selectable wattage and CCT for various applications
Full cutoff downlight or downlight with uplight accent
Integrated photocell for simple operation

Type Il light distribution for large area lighting

0-10V dimmable

Product Details

Aluminum housing bronze powder coat finish

Clear lenses (polycarbonate downlight, glass uplight)
Type Il distribution (160° x 100° beam)

|P65 waterproof, suitable for wet locations

120-277 VAC

Certifications and Compliances
» Certified by UL - UL 1598 (IFAM)

®

CERTIFIED

Warranty
* 5-year warranty

Applications

Building Exteriors and Facades
Commercial Buildings
Commercial Lighting
Perimeters

Residential Complexes

Resorts

Retail Shops

Uplighting

Wall Sconces
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Dimensional Drawings
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Specifications

Model WP6-SW3B40S-P WP6-SW3B80S-P
Selectable Wattage 24,32, 40 W 48,64,80 W
Lumens? 3,480/4,640/5,800 Im 6,960/9,280/11,600 Im
Current 120 VAC 220/290/365 mA 440/580/730 mA
Draw 277 VAC 95/125/155 mA 190/250/310 mA
Operating Voltage 120-277 VAC
Efficacy 145 Im/W

Color Temperature 3000K, 4000K, 5000K, Selectable CCT

Beam Angle 160° x 100° (Type Il distribution)
CRI 80+
Dimming 0-10V
Photocell Integrated Photocell (Bypassable)
Mount Type Junction Box, Surface Moun
IP Rating IP65

Suitable for Wet Locations, Waterproof
50,000 hours

Environmental Rating
Rated Life (L70)
Ambient Operating

-40-45°C (-40-113°F)

Temperature
2Down:90%, Up:10%
Wiring Diagram
Line 120-277 VAC Input Black
| o |
Neutral White
| [N N |
Ground Green
[ =[G o] |
Dim (+) 0-10 V Dimming Purple
[ [+ + ] - |
Dim (-) Gray / Pink
[ [ -] |
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