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TPLFx-F1 Series Date______Type

Tri-Proof LED Light Fixture Specifications

100-277vac) \Pimming IP65 WARRANTY,

Available Models'
[ TPLF2-F1-40K20 [] TPLF4-F1-40K60
[J] TPLF2-F1-50K20 [] TPLF4-F1-50K60

TPLF4-F1-40K60

Part Number Breakdown
Example: TPLF2-F1-40K20

Series Version Wattage
TPLF 2 [2ft] F1 40K [4000K] 20 [20 Watts]
_[Tri-P_roof [V1.0] or
Light Fixture] 4 [4ft] : 50K [5000K] 60 [60 Watts]
Overview Certifications and Compliances
The durable LED Tri-Proof vapor tight light resists corrosion, * NSF Std. 2 Certified
dust, and moisture. The aluminum housing, polycarbonate end e ETL Listed
caps and lens are sealed to prevent water and particles from e FCC and CE compliant
entering. Each long lasting LED fixture replaces a traditional * DLC 6.0 Standard

fluorescent vapor tight fixture. Combining energy efficiency
with shock- and corrosion-resistant construction, this tri-proof
light is ideal for commercial applications such as industrial
kitchens and laundromats.

O© @rcce

Features Intertek

* NSF Std. 2 Rated for non-food areas and splash zones L

» Replaces 2-lamp 17W T8 or 4-lamp 32W T8 tube fixtures Applications .

« |P65 water-resistant for wet locations + Cold & Freezer Storage ~ * Gas Stations

« Corrosion, dust, and moisture resistant e Commercial Kitchens * Industrial Kitchens
» Factories * Restaurants

Product Details » Food Processing Plants

 Silver Aluminum housing Warranty

* Polycarbonate end caps and lens
* |P65 rated water-resistant

¢ 0-10V Dimming

* 100-277 VAC input

e 5-year warranty

1Contact customer service if interested in other options.
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TPLFx-F1 Series

Tri-Proof LED Light Fixture Specifications

SPECIFICATIONS

Model TPLF2-F1-40K20 TPLF2-F1-50K20 TPLF4-F1-40K60 TPLF4-F1-50K60
DLC Product ID S-2MVFDQ S-53N4WV S-VYNQN5 S-CYOBNW
PHOTOMETRIC
CCT 4000K 5000K 4000K 5000K
Lumens 2500 Lumens 7500 Lumens
Efficacy 125 Im/W
Beam Angle 120°
CRI 80+
ELECTRICAL
Wattage 20 Watts 60 Watts
Current | 120 VAC 175 mA 526 mA
Draw 277 VAC 76 mA 228 mA
Operating Voltage 100-277 VAC
Power Factor >0.95
Dimmer Type 0-10V
MECHANICAL
Length 2ft 4ft
IP Rating IP65

Environmental Rating

Suitable for Wet Locations, Water-Resistant

Input Connection

Terminal Block

Product Materials

Silver Aluminum Housing, Frosted Polycarbonate Lens, Stainless Steel Brackets

Impact Resistance

IKO8

Rated Life (L70)

50000 hours

Ambient Operating

-40 to 45°C (-40 to 113°F)

Temperature
Wiring Diagram Black (Line)
Line 120-277 VAC Input White (Neutral) Black () LED
I | | G Ground Driver
Neutra White Green (Ground) |
I o | Red (+)
Ground Green
[ N ECRE |
Dim (+) 0-10 V Dimming Purple —l
[ = | Purple (Dim +) Gray (Dim -)
Dim (-) Gray / Pink 0-10V
l o | Dimmer
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Dimensional Drawings
TPLF2-F1-xK20
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