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Overview 
The LED Explosion Proof Flood Light is durably constructed and 
sealed to prevent sparks from internal components contacting 
hazardous vapors or gases present in the environment. The 
industrial flood light replaces traditional metal-halide fixtures, 
and is rated for use in Class I, Division 1 and Class I Division 2 
hazardous locations. 

Features
•	 Designed for Class I, Div. 1 and Class I, Div. 2 areas
•	 Replaces a 320- or 400-watt metal halide
•	 UL 844 Listed for use in hazardous locations

Product Details
•	 Aluminum housing and glass lens
•	 IP66 waterproof
•	 110° Beam Angle
•	 Yoke mount included
•	 120-277 VAC Input

CID2
Class 1; DIV. 2
Certified

Groups
A, B, C, D

CIDI
Class 1; DIV. 1
Certified

120–277 VAC

Voltage

5000K
CCT

IP66

Project                                            Date                             

Type                                                                                                  

1Contact customer service if interested in other options.

Series CCT Wattage Lens Finish Mount

EPL-S1
[Explosion Proof Light]

50K
[5000K]

100 [100 Watts] CG
[Clear Glass]

GR
[Grey]

U
[U-Bracket]200 [200 Watts]

Part Number Breakdown 
Example: EPL-S1-50K100-CGGRU

Certifications and Compliances
•	 Certified by UL - UL 1598 (IFAM) & UL 844 (IFUX)

844
Standard

Warranty
•	 5-year warranty

HazLoc Class/Division and Temperature Class
EPL-S1-50K100-CGGRU
•	 Class I, Division 1, Groups C,D (T6)
•	 Class I, Division 2, Groups A,B,C,D (T4A)

EPL-S1-50K200-CGGRU
•	 Class I, Division 1, Groups C,D (T5)
•	 Class I, Division 2, Groups A,B,C,D (T4)

Available Models1
	□ EPL-S1-50K100-CGGRU
	□ EPL-S1-50K200-CGGRU
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SPECIFICATIONS

Model EPL-S1-50K100-CGGRU EPL-S1-50K200-CGGRU

DLC Product ID – –

UL File Number E366643, E483625

PHOTOMETRIC

Lumens 15500 30200

Efficacy 155 lm/W 151 lm/W

CCT 5000K

LED Color Cool White

Beam Angle 110°

CRI 70+

ELECTRICAL

Wattage 100W 200W

Current 
Draw

120 VAC 835mA 1.6A

277 VAC 360mA 720mA

Operating Voltage 120–277 VAC

Dimmer Type 0-10V

12V Aux Output (max) 0.2A

MECHANICAL

 Product Weight 36.6 lb (16.6 kg) 36.7 lb (16.7 kg)

 Product Materials Gray Aluminum Housing, Clear Glass Lens

Mount Type Steel Yoke Bracket

Input Connection Terminal Block

Wire Gauge 18 AWG (L/N/G), 22 AWG (dim, aux)

Rated Life (L70) 50000 hours

ENVIRONMENTAL

T-Class (CI, D1 | CI, D2) T6 - 185°F T4A - 248°F T5 - 212°F T4 - 275°F

Ambient Operating 
Temperature

-40 to 60°C (-40 to 140°F) -40 to 55°C (-40 to 131°F)

IP Rating IP66

Environmental Rating Suitable for Wet Locations, Waterproof
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Dimensional Drawing
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40in SAFETY CABLE

EPL-S1-50Kx-CGGRU

Wiring Diagram
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120–277 VAC Input 0-10V Dimming
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