ZYS Series Type

Surge Protective Device Specifications

100-277 VAC Surge

7YS-P10A 277430 VAC Protection WARRANTY.

Available Models’

Standard Voltage High Voltage
[ ZYS-P10A [ ZYS-P10H
[ zYS-P20A [ ZYS-P20H

Part Number Breakdown
== Example: ZYS-P10A
[—

Description
This LED Surge Protector provides reliable transient
overvoltage protection and is an ideal upgrade for new s P10 [10 kV/kA] A[100-277 VAC]
or existing LED fixtures. The varistor and gas discharge P20 [20 kV/KA] H [277-480 VAC]
tube design absorbs and redirects excess energy with a
maximum discharge current of up to 20 kA. Its parallel
connection allows for easy field installation, and the slim Applications Certifications and Compliances
profile makes it easy to install in tight spaces. + Commercial Lighting  « UL Recognized - UL 1449

* Industrial Lighting

Features + Outdoor Fixtures ©
» Surge capacity enhances safety and protects LEDs « Parking Lots

» Wide input voltage range (see specifications) « Security Lighting
* Parallel connection for easy field installation « Wall Packs
* Type 5 surge protective device

Series Surge Protection Input Voltage

Warranty
e 5-year warranty

Product Details

Surge Protection: 10 kV/KA | 20 kV/KA
Rated load current (IL): 5A 8A
Nominal Discharge Current: 5kA 10 KA
Maximum Discharge Current: 10 KA 20 kKA
Surge Impulse Voltage: 10 kV 20 kV

1Contact customer service if interested in other options.
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Specifications

Model ZYS-P10A ZYS-P20A ZYS-P10H ZYS-P20H
Surge Protection 10 kV/KA 20 kV/KA 10 kV/KA 20 kV/kA
Operating Voltage 100-277 VAC 277-480 VAC
Wordng Voltage (MCOV/UO) 350 VAC 510 VAC
Input Connection Type Pigtail
Wire Gauge 16 AWG
Connection Type Parallel Connection
IP Rating P66
Environmental Rating Suitable for Wet Locations, Waterproof

Ambient Operating

-40°-1 °F (-40°- o
Temperature 0°-185° F (-40°-85° C)

Wiring Diagram
100-277 or 277-480

VAC Input
Line Black
| | |
Neutral White
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