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Knuckle-Mount LED Flood Light Fixture
Important: Read all instructions prior to installation. FLDOB-S1 Series

Specifications

Safety and Notes

•	 Product should be installed and serviced in accordance with 
applicable national, state, and local building and electrical codes.

•	 To reduce the risk of electric shock, ensure that the main power 
source and circuit breakers are switched off before performing 
any installation or wiring procedures.

•	 Avoid looking directly into lamp when illuminated.
•	 Ensure all mounts are securely attached and will support the 

weight of the fixture. Failure to properly support fixture may result 
in damage or injury, for which the manufacturer does not  
assume responsibility.

FLDOB-S1-50K30WC-BRKL

Wiring Diagram

Installation Instructions

User Manual

Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.
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Specifications FLDOB-S1

Operating Temperature -30 to 45°C (-22 to 113°F)

IP Rating IP65

Environmental Rating Suitable for Wet Locations

1.	Run wires through mount base and 
secure base to fixture with screws. (1)

2.	Run wires through other mount 
component and secure with screws  
taking care to protect wires. (2)

3.	Follow wiring diagram to connect wires 
to supply power inside junction box. (3)

4.	Connect threaded end of knuckle 
mount to 1/2” NPT stem (4) or j-box 
knockout (5). Use sealant to create 
waterproof seal.

5.	Loosen knuckle mount adjustment 
screw. Adjust lamp angle and tighten 
screw to secure. (6)
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