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VTAJ Series

LED Vapor Tight Jelly Jar Specifications
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Overview

The Vapor-Tight LED Jelly Jar Light withstands dust, debris,
and high-moisture environments. Its durable construction
and sturdy steel cage protect a sealed frosted lens. Each light
delivers up to 3250 lumens and has selectable wattage (15, 20,
or 25 watts) and CCT (3000K, 4000K, or 5000K) for various
applications. This light can be mounted on the ceiling or wall-
mounted with the built-in junction box. It also has lenses at
the base of the light housing that supply cool white ambient
lighting when the light is in operation. It is adjustable from
0-180° and includes five threaded conduit entry points for
multiple wiring options and versatile placement. These lights
provide a reliable solution for demanding environments and
withstand harsh conditions, including cold storage, garages,
and warehouses.

Features

» Vapor-tight design seals out moisture and debris
» 180° adjustable light head for versatile placement
* Selectable wattage and CCT

* Can be ceiling or wall-mounted

Product Details

* Frosted polycarbonate lens

* |P65 waterproof, Suitable for Wet Locations
¢ 330° beam angle
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[ VTAJ-SW3B25S

Part Number Breakdown
Example: VTAJ-SW3B25S

Series

Wattage

VTAJ
[Vapor Tight
Adjustable
Jelly Jar]

SW3B 25S
[3000K, 4000K, 5000K, [15, 20, 25,
Selectable CCT] Selectable Wattage]

Applications

Warranty

* Commercial And Industrial Exterior e 5-year warranty

* Docks

« Factories Certifications

» Pathways e ETL Listed (UL 1598)

* Pavilions

e Tunnel Lighting

* Walkways b

» Warehouses Cc us

« Workshops e
Intertek

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

email: commercial-sales@superbrightleds.com

Contact customer service for additional options.
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Dimensional Drawings
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Specifications
Model VTAJ-SW3B25S
Operating Voltage 120-277 VAC
Selectable Wattage 15, 20, 25 watts
Lumens 1850, 2500, 3250 lumens
Current Draw 120 VAC 135/185/230mA
277 VAC 60/80/100mA
Efficacy 125 Im/W
Color Temperature 3000K, 4000K, 5000K, Selectable CCT
Beam Angle 330°
CRI 80+
Surge Protection 4kV
IP Rating IP65
Environmental Rating Suitable for Wet Locations, Waterproof
Rated Life (L70) 50000 hours
Ambient Operating Temperature -40-45 °C (-40-113 °F)

Specifications are subject to change without notice.
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