
3-Way Switch and Dimmer
Important: Read all instructions prior to installation. SLVD Series

Rev Date: V1.0 07/22/2025

User Manual

4400 Earth City Expy, St. Louis, MO 63045         866-590-3533        superbrightleds.com

Environmental Specifications
Operating Voltage 12-24 VDC
Maximum Load 60W

Specifications
Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.

 

Installation

Safety and Notes
•	 Product should be installed and serviced by a certified electrician in accordance with applicable national, 

state, and local building and electrical codes. 
•	 To reduce the risk of electric shock, ensure that the main power source and circuit breakers are switched 

off before performing any installation or wiring procedures. Do not use if wiring or light are damaged. 
•	 Connect only to indicated voltage and in an appropriate environment to avoid potential damage or 

personal injury. 
•	 Ensure all mounts are securely attached and will support the switch. Failure to properly support switch 

may result in damage or injury, for which the manufacturer does not assume responsibility.
•	 Always ensure that power is off before performing any maintenance, cleaning, or adjustments. 

*NOTE: Use copper wires rated for at least 75°C (167°F).

1.	 Turn mains power OFF at electrical panel before installation.
2.	 Remove existing switch plate.
3.	 Verify there is no power to the switch to be replaced.
4.	 Remove existing switch and disconnect power wires.
5.	 Use wiring diagram to connect dimmer between a 12/24 VDC 

power supply and 12/24 VDC LED light fixture or strip light.*
6.	 Carefully replace wiring back into wall box and mount dimmer 

with included screws.
7.	 Install switch plate.
8.	 Turn mains power ON at electrical panel and test operation.


