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Wildlife-Friendly Parking Lot Light
Amber LED Area Light Specifications
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Available Models’

[] PLLD4-15K100S-BRBT3-A-APM
[] PLLD4-15K100S-BRBT3-A-SF
[] PLLD4-15K100S-BRBT3-A-WM
[] PLLD4-15K100S-BRBT3-A-FB2

PLLD4-15K100S-BRBT3-A-SF-GS2

Part Number Breakdown

Optional Accessories
[J Photocell Kit (-JL)
[J Half Glare Shield (-GS2)
[J Full Glare Shield (-GS1)

Example: PLLD4-15K100S-BRBT3-A-APM
JLIL |

Series Wattage Finish

LLD4
[Parking Lot Light,
Dimmable, V4]

100S
[40, 60, 80, 100,
Selectable Wattage]

BR
[Bronze]

LED Maker

[Lumileds]

Distribution LED Color

B T3
[Type llI-M]

APM, SF, WM or FB2

Overview

The amber LED wildlife-friendly parking lot area light combines
nighttime visibility with minimal environmental impact,
protecting various species including sea turtles. Its 595nm light
is directed downward with a Type IlI-M distribution. This reduces
light pollution, safeguarding natural behaviors of diurnal (active
in the day) and nocturnal mammals, birds, insects, and reptiles
Use the switch on the back of the fixture to select the wattage
(40W, 60W, 80W, or T00OW). An optional photocell installation kit
enables automatic dusk-to-dawn operation. Half- or full-coverage
glare shields are available to minimize disruption of nocturnal
wildlife, blocking the light source for focused light distribution
with reduced light pollution.

Features

* Emits wildlife-friendly 595nm wavelength amber light

* Protects many mammal, bird, insect, and reptile species
« Aluminum housing resists saltwater corrosion

* Optional photocell for dusk-to-dawn operation

* Full or partial coverage glare shields available

* Multiple mounting options

Product Details

* Bronze, corrosion-resistant, die-cast aluminum housing
* UV-resistant, shatterproof polycarbonate lens

* Type llI-M light distribution

* |P65 waterproof

* 0-10V dimmable

* 120-277 VAC

Mounting Options?

* Adjustable Arm Mount (-APM)
* Knuckle Slipfitter Mount (-SF)
e Trunnion Wall Mount (-WM)

* Yoke Mount U-Bracket (-FB2)

Certifications and Compliances
» Certified by UL - UL 1598 (IFAM)

®

CERTIFIED
Applications
* Beachfront Properties ¢ Hotels
* Boardwalks * Parking Lots
e Commercial Buildings ¢ Patios

Warranty
* 5-year warranty

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

'Contact customer service for additional options.
2Packed separately, bundled with lights for purchase.
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Wildlife-Friendly Parking Lot Light
Amber LED Area Light Specifications

Optional Accessories Bundled Accessories

Glare Shields Mounting Options

« Full Shield (-GS1) ¢ Adjustable Arm Mount (-APM) « Knuckle Slipfitter Mount (-SF)
* Yoke Bracket (-FBT1) e Trunnion Mount -WM)

Y,

Photo Control
* Dusk-to-Dawn Photocell and Receptacle (-JL)

Wiring Diagram
120-277 VAC Input

Line Black

[ - L] = |
Neutral White

| [N N |
Ground Green

[ - [0 o] e |

0-10V Dimming

Dim (+) Purple

| i |
Dim (-) Gray / Pink

I e - | |
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Wildlife-Friendly Parking Lot Light

Amber LED Area Light Specifications

SPECIFICATIONS

Model

PLLD4-15K100S-BRBT3-A

UL File Number

E366643

PHOTOMETRIC

Lumens 960, 1440,1920, 2360 lumens
Beam Angle 155° x 90°
Distribution Pattern Type lI-M
LED Color Amber
Wavelength 595 nm
Color Temperature 1500K
BUG Rating B3-U0-G3
ELECTRICAL
Operating Voltage 120-277 VAC
Input Frequency 50/60Hz
Power Factor >0.99

Wattage Selectable Wattage (40 Watts, 60 Watts, 80 Watts, or 100 Watts)
Current 120 VAC 335/500/670/840 mA
Draw 277 VAC 145/215/290/360 mA
Surge Protection 6 kV (L/N-PE, L-N)
Dimmer Type 0-10V
MECHANICAL
Housing Material Aluminum Housing, Polycarbonate Lens
EPA 1.3ft?
Product Weight?* 7.4 b (3.4 kg)
Input Connection Pigtail

Wire Gauge

18 AWG (L/N/G), 22 AWG (dimming)

Rated Life (L70)

50000 hours

ENVIRONMENTAL

Storage Temp./Humidity

-25t0 85°C (-13 to 185°F)/ 5-95% RH

Temperature

IP Rating IP65
Environmental Rating Suitable for Wet Locations, Water-Resistant
Operating Humidity 5-95% RH
Ambient Operating -35t0 50 °C (-31t0 122 °F)

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com

email: commercial-sales@superbrightleds.com

3Fixture only. See product page for more details.
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-APM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-SF
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-WM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-WM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.
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