
Release factory clip. 
Remove existing bulb.

Release factory clip. 
Remove existing bulb.

Release factory clip. 
Remove existing bulb.

Insert the LED and align 
locking grooves. 
Turn to secure.

Insert the LED and align 
locking grooves. 
Turn to secure.

Insert the LED and align 
locking grooves. 
Turn to secure.

For all reflector applications, the position of the diodes (LED chips) 
should always be in a side-to-side orientation.

EXHL User Manual

The following conditions are beyond warranty scope.

1.Canbus problem: when replacing the original halogen bulb with LED, some vehicles may 

have canbus flickering problems. Please connect suitable decoder to solve the problems.

2.Man-made reason: Man made reasons may lead to broken LED chips, chapped wire, or from 

users modifying the bulbs themselves.

3.Installation Problem:  some vehicles may not install because of small installation space

4.Natural Disaster:  damage because of irresistable natural disaster like earthquake, flood, etc.

5.Intended for off-road and fog light applications.

12-24 VDC

IP65

EX Series

5700K

Aviation Aluminum ADC12

30,000 hours

-45 to 85°C (-49 to 185°F)

Operation Voltage

IP Rating

Light Source Model

Color Temperature

Heat Dissipation Material

LED Lifetime

Operating Temperature
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