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THTH Series Project

Explosion-Proof LED Light Specifications Date Type
y 4 A ‘ X
E
Voltage| (“&Ziicy soooorour| | S
120-277 VAC, Backup IPG7 Warranty

Available Models’
[J Light with yoke mount bracket (THTH2120ZNHCHBO-H)
[ Light with surface mount bracket (THTH2120ZNHCHBO-W)

THTH2120ZNHCHBO

Description Photometrics

The THTH series explosion-proof LED emergency light * Wide 115° beam angle

is designed for Class I, Division 2 application areas. The * High efficacy 200 Im/W

light has an internal LiFePO4 battery that provides 90+ + 5000K cool white version available

minutes of emergency lighting on a 48-hour charge. Application

Th ket-sealed, impact-resistant temper | len ) N ) . . .
¢ gasket-sealed, impact-resistant tempered glass lens An ideal emergency lighting solution for chemical plants, dispensing

revents water intrusion or the intrusion of any hazardous . - . . .
P v areas, distilleries, drilling rigs, food processing plants, gas and oil

asses and vapors. A test button under the cap that can L L . s . .
9 P P refineries, granaries, industrial facilities, paint booths, rail yards,

be pushed to test the.ﬁxture without unscrew-lng the cap. wastewater and sewage plants, and other CID2 hazardous locations.
Hardwire to power using the 3/4 “ NPT conduit entry

point. Available with a surface mount or adjustable yoke

mount bracket bracket. Warranty

Five (5) Year Warranty

Mechanical

+ Gray coated aluminum alloy housing Certifications and Compliances

* Tempered clear glass lens These lights are UL Listed in compliance u

* Class |, Division 2 Group A, B, C, D with UL 924 (FTBR) and UL 844 (FTEV). ® L

* |P67, NEMA 6, waterproof

* 3/4” NPT rear fitting size for conduit or mounting I-ISTED

Product Page QR Code
* Operating temperature of 41°-113° F (5°-45° C)
Electrical
* 90+ minutes of emergency lighting on 48-hour charge
e 120-277 VAC input voltage
* 9.6 VDC LiFePO4 battery
* 20 W version available
¢ 3 kV surge protection
60,000 hour rated (L70) LED lifetime

TContact customer service if interested in unlisted options.
T 866.811.5550

F 314.972.6202 Rev V1 Date: 03/05/2024
email: commercial-sales@superbrightleds.com Specifications are subject to change without notice.
www.superbrightleds.com/cat/industrial-led-lighting/ Printed in the U.S.A.
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Dimensional Drawings
THTH2120ZNHCHBO-H
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Specifications are subject to change without notice.
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Specifications

Model THTH2120ZNHCHBO-H THTH2120ZNHCHBO-W
Intensity 4,000 Im
Input Voltage Range 120-277 VAC
Power Consumption 20W
Current Draw 90 mA (max duing charging)
Color Temperature 5000K
Beam Angle ns°
CRI 70+
Dimming none
Environmental Rating P67
T-Class Rating T5

Ambient Operating

41°-13° F (5°-45° C)

Temperature

Surge Protection 3kV

Hazardous Location Rating Class I, Division 2 (Group A, B, C, and D)
Battery Type LiFePO4
Emergency Duration 90+ minutes

Rated Life (L70) 60,000 hours
Mount Type Yoke Bracket Surface Mount

Product Weight 22.11b (10.0 kg) 19.7 Ib (8.9 kg)

Specifications are subject to change without notice.
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