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Safety and Notes

Specifications

Wiring Diagram  

•	Product should be installed and serviced by a certified electrician in accordance 
with applicable national, state, and local building and electrical codes.

•	To reduce the risk of electric shock, ensure that the main power source and circuit 
breakers are switched off before performing any installation or wiring procedures.

•	Avoid looking directly into lamp when illuminated.
•	Ensure all mounts are securely attached and will support the weight of the fixture. 

Failure to properly support fixture may result in damage or injury, for which the 
manufacturer does not assume responsibility.

Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.
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100–277 VAC input 0–10 V dimming

TPLFx-F1 Series

IP Rating IP65

Environmental Rating Suitable for Wet Locations

Operating Temperature -40 to 45°C (-40 to 113°F)

Mounting Instructions

1.	Select appropriate mounting location.
2.	Using the provided brackets mark and drill holes. 

Maintain appropriate mounting distance using diagram below.
3.	Insert expansion anchors into drilled holes.
4.	Use screws to secure brackets to mounting surface.
5.	Press fixture into brackets to complete mounting process.

 47.2 in.   
 35.4 in.   

 23.6 in.   
 15.7 in.   
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1.	Disconnect supply power before opening or making any connections.
2.	Open the end cap(s) with screwdriver.
3.	Make necessary wire connections (see Wiring Diagram).
4.	Optional: Make connections to link up to 10 fixtures.
5.	Replace end cap and tighten screws.
6.	Reconnect suppler power and test fixture for proper function.

Wiring Instructions


