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User Manual

Mounting Installation

Safety and Notes

•	 Always wear appropriate eye protection when operating the laser.
•	 Ensure that the laser beam is not directed towards any person or animal.
•	 Regularly inspect the laser equipment for any signs of damage or 

malfunction.
•	 Keep the laser and its components clean and free from debris.
•	 Follow manufacturer’s guidelines for proper installation and usage of  

the laser.
•	 Do not modify the laser or its components in any way.
•	 Keep flammable materials away from the laser beam’s path to prevent  

fire hazards.
•	 When not in use, securely store the laser in a designated area out of  

reach of unauthorized users.
•	 Do not stare directly into the laser beam or use it to illuminate surfaces  

for extended periods.
•	 Familiarize yourself with emergency procedures in case of accidents or 

injuries involving the laser.

1.	Assemble ring mount.
2.	Locate mounting holes on back of stadium light.  

Align mounting bracket to the stadium light and  
screw to secure.

3.	Add battery to laser.
4.	Activate laser with switch on the back. Aim light fixture. 

Laser distance is up to 50 meters.  
Note: wear appropriate safety glasses if needed.

5.	Adjust laser for precise alignment if necessary.
6.	Remove laser from stadium light. Package laser for 

safe storage.

Read all warnings before use.

SLD-S1-LASER
(charger included)


