


3.According tothe need, carry out the projection angle adjustment, angle adjustment
range (Figure 9);

4. Complete the projection angle adjustmentand lock the adjustment screw;
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ADJUSTABLE FITTER MOUNTING(AM)

1: Loosen the four bolts on AM bracker,connect the wires correctly,and pull the wires into the
poles. (Figure 10)

2: Place the bracket into the pole and lock the four bolts. (Figure 11)

Figure 10 Figure 11

3. Use an open-end wrench and hex wrench to loosen the adjusting screw for
adjusting the angle (Figure 12)
Notice: Adjustable angle is 0-90°.

Figure 12
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Instructions for light shield
When the light shield function is requird,Fix the light barrier to the luminaire with
a screwdriver as required.(Figure 13)

Figure 13

Instructions for Photocell
When the photocell function is requird,photocell should be installed on the back

of lamp;When it's not required,shorting cap should be installed on the back of
lamp.(Figure 14)

Shorting cap
Photocell

Figure 14 Figure 15

The explanation for wattage selection :

The light fixture with watt adjustable function,tear off the plug,switch it to the tap
position you need. (Figure 15)

500W model:300W,400W,500W,Factory setting:*500W”

750W model:450W,600W,750W,Factory setting:“750W”
1200W model:800W,1000W,1200W,Factory setting:“1200W”

Note: All adjustable power wattages can be customized by customers

5.

MIN 90 °C SUPPLY CONDUCTORS

THIS PRODUCT MUSTBEINSTALLED INACCORDANCEWITH THEAPPLICABLE
INSTALLATION CODEBYAPERSON FAMILIARWITH THE CONSTRUCTION AND
OPERATION OF THEPRODUCTAND THE HAZARDS INVOLVED.

ALLCOMPONENTSIN THE LUMINAIRE SHALLNOTBE REPLACED OR SERVICED.
LES FILS D'ALIMENTATION 90 °C

CEPRODUITDOITTREINSTALLSELONLE CODED'INSTALLATION PERTINENT,
PARUNE PERSONNE QUICONNA TBIEN LEPRODUITET SONFONCTIONNEMENT
AINSIQUE LES RISQUES INH RENTS.
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