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120–277 VAC Input
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•	 Product should be installed and serviced by a certified electrician in accordance 
with applicable national, state, and local building and electrical codes.

•	 To reduce the risk of electric shock, ensure that the main power source and circuit 
breakers are switched off before performing any installation or wiring procedures.

•	 Avoid looking directly into lamp when illuminated.
•	 Ensure all mounts are securely attached and will support the weight of the fixture. 

Failure to properly support fixture may result in damage or injury, for which the 
manufacturer does not assume responsibility.

•	 Photocell sensor can be disabled by unplugging it and capping the connector that 
was attached to the sensor.

Model WPGL3-SW3Bx-P

Operating Temperature -40 to 45°C (-40 to 113°F)

IP Rating IP65

Dimming 0–10V

Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.

Opening Fixture

1.	Remove front cover retaining screws and swing front 
housing open.

2.	Unplug quick connector that connects the driver to the 
LED array and lift the front cover up to remove from 
the fixture base.
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Installation (Junction box)

Installation (Conduit / Wall)

CCT / Wattage / Photocell Selection

1.	Turn off circuit supply power and open fixture.
2.	Drill junction box mounting holes in fixture base. Use 

screw driver to remove pipe plug for wiring.
3.	Mount fixture base to junction box with appropriate 

screws (not included).
4.	Select desired CCT/wattage using internal switch. 
5.	With power off, securely connect all wiring.
6.	Remove vent plugs from bottom of front cover and 

ensure wiring access holes are sealed against moisture.
7.	Reattach front cover to fixture base, close, and secure 

with retaining screws.
8.	Turn on circuit supply power and test to verify operation.

Set the field-selectable CCT / wattage using the internal switch, as 
shown. Ensure supply power is off when performing this procedure.
 
An integrated photocell allows for automatic dusk-to-dawn operation. 
Unplug the photocell to bypass for continuous operation.
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Model WPGL3-SW3B35-P WPGL3-SW3B50-P WPGL3-SW3B75-P WPGL3-SW3B100-P WPGL3-SW3B120-P

Selectable Wattage (H, M, L) 35W, 28W, 21W 50W, 40W, 30W 75W, 60W, 45W 100W, 80W, 60W 120W, 96W, 72W

1.	Turn off circuit supply power and open fixture.
2.	Drill wall mounting holes in fixture base. Use screw 

driver to remove a side pipe plug for wiring.
3.	Measure and drill mounting holes on wall if needed.
4.	Mount fixture base to wall with appropriate hardware 

(not included).
5.	Select desired CCT/wattage using internal switch. 
6.	With power off, securely connect all wiring and conduit.
7.	Remove vent plugs from bottom of front cover and 

ensure wiring access holes are sealed against moisture.
8.	Reattach front cover to fixture base, close, and secure 

with retaining screws.
9.	Turn on circuit supply power and test to verify operation.


