
LED Post Top Area Light
Important: Read all instructions prior to installation. PTLP3 Series

Specifications

Installation Instructions

Safety and Notes

Wiring Diagram

Model PTLP3- SW3B75S-BT3BRWGM SW2B150S-BT3BRWGM
Ambient Operating Temperature -40°–122° F (-40°–50° C)

IP Rating IP65
Max. Mounting Pole Diameter 3 in. (76 mm)

User Manual

1.	 Remove the cover panel from the mounting arm and the pipe plug from the top of the light near the photocell receptacle. 
2.	 Slide the CCT and wattage selection switches to desired settings and reinstall pipe plug. 
3.	 Attach light to mounting arm using provided screws and run wiring through mounting arm. 
4.	 Install cover panel and shorting cap or photocell. 
5.	 Switch off supply power to circuit then connect wiring.
6.	 With retaining screws backed out, place light on top of post. 
7.	 Tighten in place and apply power. 

Cautions:
•	 Do not use an electric generator to test this LED light.
•	 Please abide by related country, regional and local law and regulations when install this fixture.  

Product should be installed by a certified electrician in accordance with applicable national, state,  
and local building and electrical codes. 

•	 To reduce the risk of electric shock, ensure that the main power source and circuit breakers are  
switched off before performing any installation or wiring procedures. 

•	 Proper earth grounding is required to ensure safety.
•	 Light must face downward [vertically] after installation.
•	 Avoid looking directly into the lamp when illuminated. 
•	 Ensure all mounts are securely attached and will support weight of the fixture. Failure to properly support  

the fixture may result in damage or injury, for which the manufacturer does not assume responsibility. 
Notice:
•	 To avoid possibility of electrical shock or fire, the installation personnel must have professional electrical 

knowledge.
•	 Please wear gloves to avoid injury during installation.
•	 If any smoke or spark happens when power is applied, please turn off the power immediately and notify 

relevant personnel. 
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120–277 VAC Input

0–10 V Dimming
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Check product label for specific electrical 
specifications related to installation. 
Improper installation will void warranty.
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