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Overview
The 100-watt adjustable garage light produces 12,000 
lumens and has a standard E26/E27 base that simplifies 
installation. The light is constructed of a durable aluminum 
housing with a polycarbonate lens. This LED bulb is 
designed for indoor use or use in weatherproof housings. 
High-lumen output is ideal for wide-coverage applications 
in workshops and garages. 

Features
• Four adjustable panels expand beam angle: 120° to 270°
• Easily installs into standard E26/27 sockets
• Type B ballast bypass

Product Details
• Black aluminum housing with polycarbonate lenses
• IP20, rated for indoor installations only
• 5000K color temperature
• 120-240 VAC

Warranty
• 5-year warranty

Part Number Breakdown 
Example: HBA-50K100S

Applications
• Basements
• Garages
• Shop Lights
• Workshops

HBA-50K100S

120–240 VAC

Voltage Suitable 
for Damp 
Locations

5000K
CCT

Available Model1
□ HBA-50K100S

Series CCT Wattage Accessory

HBA
[Highbay, 

Adjustable]

50K
[5000K]

100
[100 W]

S
[No sensor]

Certifications and Compliances
• UL Classified - UL 1598C (IFAR)
• UL Listed - UL 1993 (OOLV)
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HBA Series
Adjustable Garage Light LED Bulb Specifications

Model HBA-50K100S

Operating Voltage 120–240 VAC

Lumens 12000 lm

Wattage 100W

Efficacy 120 lm/W

Current 
Draw

120 VAC 830mA

240 VAC 420mA

LED Color Cool 5000K

Beam Angle Adjustable (120-270°)

CRI 80+

Dimmable No

IP Rating IP20

Environmental Rating Suitable for Damp Locations, Weatherproof

LED Lifetime 20000 Hours

Ambient Operating 
Temperature

-40 to 45°C (-40 to 113°F)

Specifications
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