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Safety and Notes

•	 To reduce the risk of electric shock, ensure that the main power source is 
disconnected/off before performing any installation or wiring procedures.

•	 Avoid looking directly into lamp when illuminated.
•	 Ensure all mounts are securely attached. Failure to properly attach lights 

may result in damage or injury, for which the manufacturer does not assume 
responsibility.

Specifications

Part Number FWL-USB FWL-12V-AUX

Operating Temperature -4°–122° F (-20°–50° C)

IP Rating IP65

Input Voltage 5 VDC 12 VDC

Remote

Brightness Up and Down

Static Color

3-Color Cycle 3-Color Fade

7-Color Cycle 7-Color Fade

Party Modes

FWL-USB

Installation

1.	 Clean all surfaces for proper 3M adhesion.
2.	 Place the controller and plug (USB or 12 V accessory) in the center console  

area of the car.
3.	 Wrap strips behind the driver and passenger seats first, aimed at the rear 

passenger’s footwell as much as possible. Make certain not to have the strips or 
cords in any position that will interfere with the seat track. 

4.	 Wiring then passes along the floor parallel to the door of the car (the wiring 
should be concealed by the carpet here if possible). Next, the second section of 
stripping is placed in the front footrest area. Make sure to place in a position that 
will not have light shining directly into the driver’s or passenger’s eyes.

5.	 Peel off 3M tape and push strip to securely stick.
6.	 Make electrical connection by plugging in USB or 12 V accessory plug.  

Test lights with ON/OFF with remote or button on 12 V accessory plug. 
Note: Do not twist strips or bend more than 90° to avoid damage to LED 
components.
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