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Series Length Wattage Dimming Lens Voltage CCT Misc.

FY-HB 1200H [1200 mm] 53W [35 W] D [0-10V] F [Frosted] C [120-347 VAC] 50K [5000K] 264C624 [mfr. code]

Part Number Breakdown 
Example: FY-HB-1200H-53WDF-C50K264C624

Available Models1	□ FY-HB-1200H-53WDF-C50K264C624

Overview 
The 53W LED Linear Light Fixture is designed to meet 
sanitation and safety standards for controlled areas. It has 
an IP65 waterproof rating and is suitable for wet or humid 
locations. The frosted polycarbonate lens distributes 120° of 
uniform light. Each fixture has an integrated socket for easy, 
plug-and-play installation of an optional motion sensor. The 
fixture is dimmable only with the motion sensor and remote. 
Link multiple fixtures using compatible interconnect cables 
with 3-pin waterproof connectors. The system voltage 
determines the maximum run. Link up to 9 fixtures at 120 
VAC, 20 at 277 VAC, and 26 at 347 VAC. A 3ft power cord, 
mounting brackets, and hanging kit are included.

Features
•	 NSF-certified for food safety and sanitation
•	 Impact, dust, and moisture resistant
•	 Integrated socket compatible with motion sensor
•	 Linkable with waterproof connectors
•	 Equivalent to a 2-lamp 54W T5 fixture

Product Details
•	 Aluminum and polycarbonate housing, polycarbonate lens
•	 Mounting options: suspended and surface mount
•	 120° beam angle for wide coverage
•	 IP65 waterproof
•	 120-347 VAC

Certifications and Compliances
•	 Certified by UL - UL 1598 (IFAM)
•	 NSF Certified - NSF Std. 2
•	 DLC 5.1 Premium listed
•	 CE compliant

Optional Accessories
Motion Sensors

	□ PIR Daylight Harvesting (MC079D RC Z)

	□ Sensor + Remote (MC079D RC Z-MH10)
Waterproof Interconnect Cables

	□ 3ft Cable (FY-PC-1)

	□ 6ft Cable (FY-PC-2)

	□ 12ft Cable (FY-PC-3)

120–347 VAC

Voltage 0–10 V
Dimming IP65

1Contact customer service if interested in other options.

Project                                                                              
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Application
•	 Food Processing Plants
•	 Hospitals
•	 Industrial Facilities

Warranty
•	 5-year warranty

•	 Manufacturing Plants
•	 Walkways
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SPECIFICATIONS

Model FY-HB-1200H-53WDF-C50K264C624

DLC Application High-Bay Luminaires Low-Bay Luminaires

DLC Product ID S-YB13CR S-0K5ZGL

PHOTOMETRIC

Lumens 9010 Lumens

CCT 5000K

CRI 80+

Beam Angle 120°

Efficacy 170 lm/W

ELECTRICAL

Wattage 53 Watts

Current 
Draw

120 VAC 490 mA

277 VAC 215 mA

347 VAC 170 mA

Operating Voltage 120–347 VAC

Power Factor ≥0.9

Dimmer Type Remote Controlled

MECHANICAL

Product Weight 5.6 lb (2.5 kg)

Product Materials  Gray Aluminum Housing, Frosted Polycarbonate Lens

Wire Length 18 in. (VAC), 13 in. (dimming)

Linkable Plug-Ins

Input Connection Waterproof 3-Pin Connectors

Wire Gauge 18 AWG (3-Pin to Pigtail Adapter)

Rated Life (L70) 50000 hours

ENVIRONMENTAL

IP Rating IP65

Environmental Rating Suitable for Wet Locations, Waterproof

Ambient Operating 
Temperature

-25 to 45°C (-13 to 113°F)

MAX RUN

120 VAC 9

277 VAC 20

347 VAC 26
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Dimensional Drawings   
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Wiring Diagram
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