U “:@:m User Manual

Important: Read all instructions prior to installation. EPL-S1 Series

LED Explosion Proof Lights

‘ . Specifications
" . Model EPL-S1-50K100-CGGRU | EPL-S1-50K200-CGGRU
‘.. Operating Temperature | -40 to 60°C (-40 to 140°F) | -40 to 55°C (-40 to 131°F)
5 ‘.“ R Weight 36.6 Ib (16.6 kg) 36.7 Ib (16.7 kg)
: \““‘ E Environmental Rating Suitable for Wet Locations (IP66)
\\\ 12V Aux Output (max) 0.2A

Check product label for specific electrical
specifications related to installation.
Improper installation will void warranty.

Safety and Notes Installation

« Product should be installed by a certified electrician in 1. Untighten screws on driver box cover and open. Retention
accordance with applicable national, state, and local building cables will hold cover. (Fig.1)
and electrical codes 2.Unscrew 3/4” NPT nut. Install suitable conduit, pull wire

through conduit hole, and connect wires to terminal block.

 To reduce the risk of electric shock, ensure that the main power See terminal block label for wiring. (Fig. 2)

source and circuit breakers are switched off before performing
any installation or wiring procedures. 3. Reattach driver box cover and secure with screws. Torque

driver box screws to between 10.6 and 12.4 Ibf-in.
« Avoid looking directly into the light when illuminated.

Note: All conduit openings must be closed by conduit or NPT

nut. When installing conduit or NPT nut during installation or
installation. maintenance ensure silicone sealant is applied to threads.

« Failure to properly support the fixture may result in damage
or injury, for which the manufacturer does not assume
responsibility.

» The included safety cable should be connected during
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Important: Read all instructions prior to installation. EPL-S1 Series
LED Explosion Proof Lights
Mounting
U-Bracket Wall Mounting Threaded Pipe Mounting
1. Mark and drill holes per the figure below. (Fig. 3) 1. Remove the U-bracket and threaded NPT plug. (Fig. 6)
2.Hammer expansion anchors into holes. 2. Feed pipe wire through fixture hole and make connections

3. Align bracket to expansion anchors. according to installation instructions.

Tighten nuts to secure. (Fig. 4) 3. Put threaded pipe into fixture hole, turn clockwise to tighten. (Fig. 7)
4. Use carabiner to attach security cable to suitable anchor. 4. Secure fixture with retention screw. Min. 13.3 Ibf-in torque. (Fig. 7)
5. Wire according to installation instructions. 5. Secure driver box cover with screws per instructions. (Fig. 8)

6. If necessary, untighten adjustment screws and aim fixture. Fig. 6

Retighten screws when adjustment is complete. (Fig. 5)
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