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Specifications

DC-IP64-RGB-5m

Available Models1

12 VDC
	□ STW-CRGB-A3C-10B5M-12V

SAMPLE PART NUMBER BREAKDOWN  STW-CRGB-A3C-10B5M-12V
SERIES / TYPE / COLOR LED TYPE / SEGMENT IP RATING SIZE / DENSITY / VOLTAGE

STW 
Series

CRGB 
Type & Color

A 
LED Type

3 
LEDs/Segment

C 
IP Rating

10 
Strip Width

B 
Density

5M 
Length

12V 
Voltage

STW: Weatherproof CRGB: RGB A: 5050 3: 3 LEDs/seg
6: 6 LEDs/seg

C: IP64 10: 10 mm B: 60 LEDs/m 5M: 16.4 FT (5 M) 12V: 12 V
24V: 24 V

Certifications and Compliances
•	 UL Listed - UL 2108 (IFDR)

Warranty
•	 Lifetime Warranty

24 VDC
	□ STW-CRGB-A6C-10B5M-24V

12 or 24 VDC
Available

Voltage RGB
IP64 Beam Angle

120°

STW-CRGB- A3C-10B5M-12V A6C-10B5M-24V

Max Run 16.4 ft (5 m) 24.6 ft (7.5 m)

Current Draw 5 A 2.5 A

Current Draw per Foot 300 mA 150 mA

Power Consumption 59 W

Efficacy 26 lm/W

Beam Angle 120°

Envirionmental Rating Suitable for Damp Locations

Rated Life (L70) 50,000 hours

Overview
Versatile and long-lasting, this flexible LED strip light 
emits brilliant multi-color illumination to brighten and 
enhance the aesthetics of any space. A strong, ultra-thin 
silicone spray coating protects against water and debis. 
Peel-and-stick 3M™ adhesive backing enables fast, easy 
mounting.

Features
•	 3-in-1 RGB 5050 SMD LEDs
•	 Customize color tone and settings with  

universal RGB controller (sold separately)
•	 IP64 Weatherproof

Details
•	 12 VDC input for operation with a vehicle
•	 12 VDC strip max run up to 5m
•	 24 VDC for longer runs
•	 24 VDC strip max run up to 7.5m
•	 18 LEDs/ft
•	 Strip width measures 10mm
•	 3M™ adhesive backing for surface mounting
•	 Pigtail connection
•	 0-100% dimmable
•	 Lifetime exceeds 50000 hours
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Dimensional Drawings

STW-CRGB-A3C-10B5M-12V

Strip Flexibility

0.59 in.
(15 mm)

NOTE: More than 15mm of 
space is ok, less than 15mm 

will damage circuit traces and 
void warranty.

NOTE: Do not bend Flexible 
Strips on horizontal plane, this 
will damage circuit traces and 

void warranty.

0.59 in.
(15 mm)

NOTE: More than 15mm of 
space is ok, less than 15mm 

will damage circuit traces and 
void warranty.

NOTE: Do not bend Flexible 
Strips on horizontal plane, this 
will damage circuit traces and 

void warranty.

0.59 in.
(15 mm)

NOTE: More than 15mm of 
space is ok, less than 15mm 

will damage circuit traces and 
void warranty.

NOTE: Do not bend Flexible 
Strips on horizontal plane, this 
will damage circuit traces and 

void warranty.Bends less than 15mm will  
damage circuit traces and  
void warranty.

Bending strips on horizontal 
plane will damage circuit 
traces and void warranty.

Bending strips at sharp angles 
will damage circuit traces and 
void warranty.

Note: Dimensional drawings not to scale. Strip height for all strips shown is ~0.1 in. (2.4 mm).

STW-CRGB-A6C-10B5M-24V
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