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Available Models’

[ LHBDH-SW3C120S-BMS1WH
[ LHBDH-SW3C200S-BMSTWH
[ LHBDH-SW3C300S-BMLIWH

Part Number Breakdown
Example: LHBDH-SW3C300S-BMLIWH
L

Series Selectable CCT

Selectable Wattage

Diffuser Driver

LHBDH 1208 [80, 100, 120W]
[Linear High Bay SW3c 8 M S1[SOSEN] WH
Bl | [3500K, 4000K, | 2008 [150,180,200W] | [Lumileds | oo™ oo CWhite]
High Temperature] 5000K] 3005 [240, 270, 300w] | 283°SMPI L1 [LIFUD]

Overview

The high-temperature linear high bay light fixture operates in
high-heat environments with an ambient temperature of up
to 65°C (149°F). It is also certified by NSF International with a

smooth, powder-coated aluminum exterior and an IP69K rating,

reducing water and debris buildup and allowing up to 1,500
psi high-pressure, high-temperature washdowns necessary for
sanitary applications. A waterproof plug on the fixture covers
the switches, allowing field selection of wattage and CCT.

Includes suspension mounting kit. An optional U-shaped
mounting bracket, emergency battery backup driver, and
energy-saving microwave motion sensor are available.

Features

* High ambient operating temperature of 149°F (65°C)

» |P69K | Resists high-pressure, high-temperature washdowns
» Tested and Certified to comply with NSF/ANSI Standard

* Field Selectable Wattage (varies by model)

* Field Selectable CCT (3500K, 4000K, 5000K)

Product Details

» Corrosion-resistant powder-coated aluminum housing

* Ambient Operating Temperature: -40-65 °C (-40-149 °F)
* Temp. range with battery backup: 0-60 °C (32-140 °F)

* 0-10V dimming

* 120-347 VAC

Certifications and Compliances

+ Certified by UL - UL 1598 (IFAM), UL 8750 (FKSZ2)
* NSF International Certified - Std. 2

e DLC 5.1 Premium listed

®

CERTIFIED

EEERIIH

Applications
» Agricultural Processing Facilities ¢ Industrial Kitchens

* Cold & Freezer Storage * Manufacturing Plants

» Factories * Meat Processing

* Food Processing Plants » Packaging Facilities

* Foundries * Pharmaceutical Facilities

* High Temperature Environments

Warranty
e 5-year warranty

T 866.811.5550

F 314.972.6202
https://www.superbrightleds.com

email: commercial-sales@superbrightleds.com

TContact customer service if interested in other options.
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SPECIFICATIONS
Model | LHBDH-SW3C120S-BMSTWH LHBDH-SW3C200S-BMSTWH LHBDH-SW3C300S-BML1WH
PHOTOMETRIC
Lumens 13000, 16300, 19500 23250, 27900, 31000 39120, 44000, 49000
Efficacy (max.) 163 Im/W 155 Im/W 163 Im/W
CCT 3500K, 4000K, 5000K, Selectable CCT
Beam Angle 90° x 90°
CRI 80+
ELECTRICAL
Wattage 80W, 100W, 120W 150W, 180W, 200W 240W, 270W, 300W
Current 120 VAC 665/830/1000mA 1.2/1.5/1.7A 2.0/2.2/2.5A
Draw 347 VAC 230/285/345mA 430/515/575mA 690/775/860mA
Operating Voltage 120-347 VAC
Power Factor >0.9
Dimming 0-10V (0-100%)
Surge Protection L/N-PE, L-N: 6kV
MECHANICAL
Product Material Aluminum Housing, Polycarbonate Lens
Finish

White Powder Coat

Input Connection

Pigtail
Wire Gauge 18AWG
LED Lifetime 50000 hours
ENVIRONMENTAL
IP Rating IP69K
Environmental Rating Suitable for Wet Locations, Waterproof
Ampient Operating -40 t0 65°C (-40 to 149°F)
emperature
Model LHBDH-SW3C120S-BMSTWH LHBDH-SW3C200S-BMSTWH LHBDH-SW3C300S-BML1WH
Lumens S-70DJ31 S-T3Z5CT S-MGO8NY

2Negates NSF/IP69K compliance.

T 866.811.5550 30-60 °C (32-140 °F) with backup battery.
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Wiring Diagram
120-347 VAC Input

Line Black
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Neutral White
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Ground Green
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0-10 V Dimming
Dim (+) Purple

I [+ ]

Dim (-) Gray / Pink

| - ] -

Optional Accessories
Emergency Backup Power

[ Backup Driver and Battery (LHBDH-EMD)
Surface Mount U-Bracket

[ For 105-150W models (LHBDH-U150)
[ For 200-300W models (LHBDH-U300)

Motion Sensors?

[] Microwave motion sensor only (ANT-5-4T)
[ Sensor with IR remote (ANT-5-4T-RC-100)

Dimensional Drawings
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Dimensional Drawings

LHBDH-SW3C200S-BMSTWH
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Dimensional Drawings

LHBDH-SW3C300S-BMLIWH
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