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Environmental Specifications

Operating Temperature -20 to 45°C (-4 to 113°F)

Environmental Rating Suitable for Wet Locations,
Covered ceiling mount only

 

Safety and Notes
•	 Dangerous: High Voltage. Product should be installed and serviced by a 

certified electrician in accordance with applicable national, state, and local 
building and electrical codes. 

•	 To reduce the risk of electric shock, ensure that the main power source and 
circuit breakers are switched off before performing any installation or wiring 
procedures. Do not use if cable, light, or junction box are damaged.

•	 Avoid looking directly into lamp when illuminated. 
•	 Connect only to indicated voltage and in an appropriate environment to 

avoid potential damage or personal injury. 
•	 Ensure all mounts are securely attached and will support the weight of the 

fixture. Failure to properly support fixture may result in damage or injury, for 
which the manufacturer does not assume responsibility. 

•	 Check product label for electrical specifications related to installation.
•	 Improper installation will void warranty.

Lights are compatible with the following third party 
dimmers to accommodate existing installations.
•	 LUTRON - MSCL-OP153MH-WH
•	 LUTRON - PD-6WCL-WH
•	 LUTRON - MACL-153M
•	 LUTRON - DVCL-153P
•	 LUTRON - DV-600P

Compatible Third Party Dimmers

CCT Adjustment
Select CCT using switch on junction box 
prior to completing installation.

CCT Adjust

2700K-3000K-3500K
-4000K-5000K
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Model Cutout Size
DLS4D-H1-SW5A-9

4.25in. (108 mm)
DLSB4D-H1-SW5A-9

DLS6D-H1-SW5A-12 6.10in. (155 mm)

DLSB6D-H1-SW5A-12 6.30in. (160 mm)

DLS8D-H1-SW5A-18 8.25in. (210 mm)

Installation
1.	Turn off circuit supply power before starting installation.
2.	Measure and cut hole to appropriate cutout size. (Fig. 1)

3.	Use switch on junction box to set CCT value.
4.	Make electrical connections inside j-box per wiring diagram.
5.	Secure the junction box inside the ceiling cavity. (Fig. 2)
6.	Make twist-lock connection between downlight and j-box. (Fig. 3)
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Fig. 2 Fig. 3
7.	Press and hold springs vertically and insert light into ceiling. (Fig. 4)
8.	Reapply supply power and test for proper function.

Fig. 4


