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Overview 
The LED outdoor flood light with field-selectable wattage and 
color temperature features a wide NEMA 7x6 light distribution 
pattern for area lighting, landscape lighting, and building 
facade lighting. Select the desired color temperature (3000K, 
4000K, 5000K) and wattage (84W, 96W, 108W, 120W) by 
removing the individual caps on the back of the fixture to 
access the switches. The integrated photocell can be switched 
on or off by removing the clear cap on the back of the fixture 
to expose the switch. The heavy-duty die-cast aluminum 
housing and polycarbonate lens protect the fixture in extreme 
weather conditions. Adjust the pre-installed 180° yoke mount 
for precise light direction.

Features
• Field Selectable Wattage: 84W, 96W, 108W, 120W
• Field Selectable CCT: 3000K, 4000K, 5000K
• Bypassable dusk-to-dawn photocell
• Wide NEMA 7x6 light distribution pattern
• Adjustable yoke mount included
• 10kV/kA (L/N-PE, L-N) surge protection

Product Details
• Powder-coated die-cast aluminum housing
• Polycarbonate lens
• IP65 waterproof
• 0-10V dimmable
• 120-277 VAC

Certifications and Compliances
• Certified by UL - UL 1598 (IFAM)
• DLC 5.1 Premium

Series Selectable CCT Selectable Wattage LED Distribution Finish Mount
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B
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BR
[Bronze]

U
[Yoke Mount]

120–277 VAC

Voltage CCT
Wattage

Selectable

Dusk to Dawn 
Photocell

Applications
• Accent Lighting
• Area Lighting
• Building Exteriors and Facades
• Landscape Lighting

Warranty
• 5-year warranty

1Contact customer service if interested in other options.

Project 

Type    Date 

0–10 V
Dimming

Part Number Breakdown 
Example: FLCCT2-SW3B-SP120-BH8BRU

IP65

Available Models1
	□ FLCCT2-SW3B-SP120-BH8BRU

• Security Lighting
• Sign Lighting
• Subdivision Signs
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SPECIFICATIONS

Model FLCCT2-SW3B-SP120-BH8BRU

DLC ID Number S-79VS2J

PHOTOMETRIC

Lumens 12430, 14210, 15985, 17760

CCT Selectable CCT (3000K, 4000K, or 5000K)

Beam Angle (50%) 115° x 85°

Distribution Type NEMA 7x6

BUG Rating B4-U0-G2

CRI 80+

Efficacy 148 lm/W (4000K)

ELECTRICAL

Selectable Wattage 84W, 96W, 108W, 120W

Current
Draw

120 VAC 700/800/900/1000mA

277 VAC 305/350/390/435A

Operating Voltage 120–277 VAC

Power Factor ≥0.99

Dimmer Type 0–10V

Surge Protection 10kV/kA (L/N-PE, L-N)

MECHANICAL

 Product Materials Aluminum Housing, Polycarbonate Lens

Input Connection Pigtail

Wire Gauge 18AWG (L/N/G), 22AWG (dimming)

Rated Life (L70) 50000 hours

ENVIRONMENTAL

IP Rating IP65

Environmental Rating Suitable for Wet Locations, Waterproof

Ambient Operating
Temperature

-40 to 50°C (-40 to 122°F)

Line

Neutral

Ground

Black
L L

N N

GND GND

White

Dim (+)

Dim (-)

Purple
+ +

- -
Gray / Pink

Green

Line

Neutral

Ground

Black
L L

N N

GND GND

White

Dim (+)

Dim (-)

Purple
+ +

- -
Gray / Pink

Green

120–277 VAC Input

0–10 V Dimming

Wiring Diagram



Selectable LED Flood Light Specifications
FLCCT2 Series

Rev V1.0 Date: 09/16/2025 
Specifications are subject to change without notice.

T 866.811.5550
F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

Dimensional Drawings
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