C-FOX Series Jate fvpe

Selectable CCT LED Under Cabinet Fixture Specifications
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Vo'ﬂe 5-Year

\ 120 VAC CCT 90+ Warranty

Available Models'

[ C-FOX-CLO806WH3C90
[ C-FOX-CL1612WH3C90

[J C-FOX-CL2414WH3C90

C-FOX-CL1612WH3C90 Part Number Breakdown

Example: IC- FOXI-ICLI1 6|12I\/\/H|3CI90I

Description Fixture

Install LED under cabinet light fixtures for task or accent Series Type Length  Wattage Finish cer

lighting in kitchens, coves, and utility areas. With 90+ i

CRI, the fixture delivers high-quality color rendering cL 08[8in] | 06 [6 W] 3C

i icati i i WH 3000K 90
in any application aree.The un.dercablnet light has . C-FOX | [Cabinet | 16 [16in] | 12 [12 W] _ [ /
knockouts for hardwiring the fixture to power. Simplify Light] [White] | 4000K/ | [90+]
installation with the included 3-prong wall plug. Use 2424in] | 1414 W] 5000K]

the easily accessible switch to choose from three color
temperature options to suit your application. Photometrics
* High 90+ CRI
¢ 100° beam angle

* 3000K, 4000K, or 5000K CCT options

Mechanical

* White aluminum and steel housing

* Frosted polycarbonate lens

* P20, suitable for dry locations

* 1/2” conduit knockouts for installation

* Includes jumper cable, wall plug, metal strain relief,
and a butt connector

Application

These high CRI fixtures are ideal for various indoor applications
including cove lighting, display cases, and task, office, or under-
cabinet lighting.

Certifications and Compliances
e ELT Listed (UL 153)

D).

LisTED

Warranty m
nterte|

* Five (5) Year Warranty

Electrical

* 120 VAC

« 70 Im/W

* TRIAC dimmable

* 5-15P plug input connection

T 866.811.5550

F 314.972.6202

email: commercial-sales@superbrightleds.com
https://www.superbrightleds.com/cat/field-selectable-cct/

TContact customer service if interested in options other than those listed.

Rev V1.2 Date: 04/26/2024

Specifications are subject to change without notice.

Printed in the U.S.A.
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Dimensional Drawings
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Dimension A

C-FOX-CLO806WH3C90 8in. (203 mm)

C-FOX-CL1612WH3C90 16 in. (406 mm)

C-FOX-CL2414WH3C90 24in. (610 mm)

T 866.811.5550

F 314.972.6202

email: commercial-sales@superbrightleds.com

Specifications are subject to change without notice. https://www.superbrightleds.com/cat/field-selectable-cct/
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Specifications

Model C-FOX- CLO806WH3C90 CL1612WH3C90 CL2414WH3C90
Length 8in. (0.67 ft) 16 in. (1.3 ft) 24 in. (2 ft)
Power Consumption 6w 12W 14 W
Lumens 420 Im 840 1Im 980 Im
Current Draw 50 mA 100 mA 120 mA
Max Run 25 29 48
Operating Voltage 120 VAC
Power Factor >0.9
CCT selectable, 3000K / 4000K / 5000K
Beam Angle 100°
CRI 90+
Dimming Type TRIAC
IP Rating IP20
Environmental Rating suitable for damp locations
Surge Protection 500V (L-N)
Rated Life (L70) 50,000 hours
A
Product Weight 1.0 Ib (0.5 kg) 111b (0.5 kg) 1.7 b (0.8 kg)

T 866.811.5550

F 314.972.6202

email: commercial-sales@superbrightleds.com

Specifications are subject to change without notice. https://www.superbrightleds.com/cat/field-selectable-cct/
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