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WUD?2 Series Date Type

LED Washdown UFO High Bay Specifications

- Vo(age ‘ CRI Q @

n 0-10°
120 277 VAC IP69K 80 Dimming WARRANTY

- - Available Models’
a — =\ [] WUD2-50K100-SVDNCB
e [J WuUD2-50K150-SVDNCB

[J WUD2-50K200-SVDNCB

Part Number Breakdown
Example: WUD2-50K100-SVDNCB

=TT

Series Wattage Voltage Mount Sensor Driver Efficacy
100 [100 W]
WUuD2
[Washdown UFO, S0K 150 [150 W] SV b N : ¢ B
Dimmable, V2] [5000K] [120-277 VAC] [pendant] [no sensor] | [non-isolated] | [150 Im/W]
’ 200 [200 W]
Description Features
The LED UFO High Bay Washdown Light Fixture is NSF Certified * NSF Certified
and designed to meet sanitary requirements for controlled * Smooth shape reduces contaminants and moisture buildup
areas. The smooth powder-coated aluminum housing eliminates * |[P69K rated for high-pressure, high-temperature washdowns
build-up from airborne contaminants. The corrosion-resistant * 120-277 VAC
aluminum housing has an IP69K rating, is dust and watertight,
and withstands the rigors of daily cleaning schedules, including Product Details
high-temperature, high-pressure wash downs. The fixture * Powder-coated aluminum housing
replaces up to a 750W HID or metal halide equivalent. * Shatter-resistant polycarbonate lens
+ Rated IP69K for wet locations
Applications * Includes stainless steel eye-hook for suspended ceiling mount
» Agricultural Processing Facilities ¢ Manufacturing Plants
+ Boiling & Keg Washing + Meat Processing Certifications and Compliances
* Canning & Bottling * Milking Operations » Certified by UL - UL 1598 (IFAM)
* Cold & Freezer Storage » Packaging Facilities * NSF listed - NSF Std. 2
* Food Processing Plants » Sanitary Areas e DLC5.1Premium listed
* Industrial Kitchens * Treatment Plants
 Livestock Facilities @
Warranty CERTIFIED

e 5-year warranty

TFor other options, contact customer service.

&/ T 866.811.5550

F 314.972.6202
email: commercial-sales@superbrightleds.com
www.superbrightleds.com/cat/industrial-led-lighting/
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Dimensional Drawing
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Wiring Diagram
120-277 VAC Input
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Mounting Height

Model

Optimal Mounting Height

WUD2-50K100-SVDNCB

15-20 ft (4.5-6.1m)

WUD2-50K150-SVDNCB

20-25ft (6.1-7.6 m)

WUD2-50K200-SVDNCB

25-30 ft (7.6-9.1m)

Specifications are subject to change without notice.
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Specifications

Model WUD2-50K100-SVDNCB WUD2-50K150-SVDNCB WUD2-50K200-SVDNCB
Intensity 15,000 Im 22,500 Im 30,000 Im
Power Consumption 100 W 150 W 200 W
Current 120 VAC 833 mA 1.25A 1.67 A
Draw 277 VAC 361 mA 542 mA 722 mA
Operating Voltage 120-277 VAC
Efficacy 150 Im/W
Color Temperature 5000K
Beam Angle 120°
CRI 80+
Dimming 0-10V
IP Rating IP69K
Rated Life (L70) 50,000 hours

Ambient Operating
Temperature

-40°-122° F (-40°-50° C)

Specifications are subject to change without notice.
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