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Important: Read all instructions prior to installation. STB-A57-MIBCM
12V LED Beacon Light - Magnetic Mount

Safety and Notes

» Ensure your vehicle’s electrical system can handle the additional load. Using
incompatible power sources may lead to malfunctions.
Install beacon light in a location that does not interfere with airbags or vehicle sensors.
» Recognize local laws and regulations regarding the use of beacon lights on vehicles. In
some areas, specific colors, patterns, or usage restrictions may apply.
« Use considerately to maintain road safety for all motorists. Excessive use can distract
other drivers.
 Itis not recommended to use magnetically mounted warning devices on vehicles in
STB-A57-MBCM motion. For moving vehicles, bolt installation is suggested. Usage of magnetic mounts
while in motion is at the sole risk and responsibility of the user.

Specifications Flash Patterns
Environmental Specifications Cycle flash patterns with single press of red button on
Operating Voltage 12 VDC (AUX PLUG) cigarette lighter adapter plug.
IP Rating IP66
Operating Temperature -30 to 60°C (-22 to 140°F) 1 | Double Flash - Fast

2 | Rotating Flash
3 | Double Flash - Slow
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1. Choose a flat, unobstructed and clean mounting surface.
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2. Place magnetic beacon light.

3. Insert cigarette lighter adapter into vehicle receptacle.
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