
Jeep Wrangler JK Tail Lights
Important: Read all instructions prior to installation. JTL-JK

Included Parts

Specifications

Fitment 2007-2017 Jeep Wrangler JK

Operating Voltage 12 VDC

IP Rating IP67 waterproof

Certifications DOT Compliant, FMVSS 108 - I, T, S, R, P2

Warranty  2-year

Aprox. Dimensions 
(H x W x D)

6.0 x 8.1 x 3.7 in.  
(153 x 206 x 94 mm)

User Manual

(2) Jeep Wrangler JK Tail Lights 
     with Reverse/Running/Turn/Brake functions

Pre Installation Instructions

1.	 Read all safety notes and mounting guidelines before 
installing the product. 

2.	 Verify that all parts are present and complete.
3.	 Verify that all power supply and charging systems 

comply with the specified voltage limits for the light.
4.	 Turn off the vehicle and disconnect the battery.

 

Installation Instructions Required Tools1

•	 Phillips head screwdriver

1 Required tools may vary by model and trim level. 
Subject to change without notice.

1.	 Use the Phillips head screwdrive to remove the two (2) 
screws closest to the tailgate. Set aside in a safe location. 

2.	 Pull stock light housing from the vehicle body. 

3.	 Press down on the black tab of the light plug and pull to 
disconnect from the wire harness. 

4.	 Insert the JTL-JK light plug into the wire harness socket 
until it clicks into place. 

5.	 Place the light housing in the vehicle body using the 
guide tab. 

6.	 Repeat steps for other tail light. 

7.	 Reconnect the battery and apply power to test 
functionality. 

8.	 Resecure the light housings with the Phillips head 
screws. 
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